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1 INTRODUCTION

This Field Sampling and Analysis Plan (FSAP) presents the procedures for implementing the
field work for the Newtown Creek Remedial Investigation/Feasibility Study (RI/FS) as
described in the RI/FS Work Plan (AECOM 2011). This work is being performed under an
Administrative Order on Consent (AOC) between the Respondents to the AOC and the
United States Environmental Protection Agency (USEPA) in the USEPA Comprehensive
Environmental Response, Compensation, and Liability Act (CERCLA)program. The AOC
was entered into voluntarily by the USEPA and Phelps Dodge Refining Corporation, Texaco,
Inc., BP Products North America Inc., The Brooklyn Union Gas Company d/b/a National
Grid NY, ExxonMobil Oil Corporation, and The City of New York. The RI/FS Study Area is
defined in the AOC as Newtown Creek and its tributaries (Dutch Kills, Maspeth Creek,
Whale Creek, East Branch, and English Kills) having an approximate 3.8-mile reach (Figures
1-1 and 1-2) to the high water mark.! This FSAP, along with the Health and Safety Plan
(HASP; Anchor QEA 2011a), Quality Assurance Project Plan (QAPP; Anchor QEA 2011b),
Data Management Plan (DMP; Anchor QEA 2011c), and a Community Involvement Plan
(CIP; Anchor QEA 2011d) are supporting plans to the RI/FS Work Plan (AECOM 2011).

The purpose of this FSAP is to provide sufficient information for field teams to properly
conduct data collection and sampling and sampling processing activities, and to describe the
methods and procedures to be implemented during RI field activities in order to meet the
RI/FS objectives (see Section 1.3). The FSAP is organized into 16 sections. Section 1

provides the Study Area background and history, a summary of the conceptual site model

1 The Newtown Creek Superfund Site Study Area is described in the AOC as encompassing the body of water
known as Newtown Creek, situated at the border of the boroughs of Brooklyn (Kings County) and Queens
(Queens County) in the City of New York and the State of New York, roughly centered at the geographic
coordinates of 40° 42' 54.69” north latitude (40.715192°) and 73° 55' 50.74” west longitude (-73.930762°),
having an approximate 3.8-mile reach, including Newtown Creek proper and its five branches (or tributaries)
known respectively as Dutch Kills, Maspeth Creek, Whale Creek, East Branch, and English Kills, as well as
the sediments below the water and the water column above the sediments, up to and including the landward
edge of the shoreline, and including also any bulkheads or riprap containing the waterbody, except where no
bulkhead or riprap exists, then the Study Area shall extend to the ordinary high water mark, as defined in 33
CFR §328(e) of Newtown Creek and the areal extent of the contamination from such area, but not including
upland areas beyond the landward edge of the shoreline (notwithstanding that such upland areas may
subsequently be identified as sources of contamination to the waterbody and its sediments or that such
upland areas may be included within the scope of the Newtown Creek Superfund Site as listed pursuant to
Section 105(a)(8) of the CERCLA).
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(CSM) as it is currently understood, and the goals and objectives of the Phase 1 RI Field

Program.

Section 2 presents the project organization and individual roles and responsibilities for

implementation of the first phase of the RI.

Preparation activities required to complete the Phase 1 RI Field Program, such as
mobilization/demobilization, permitting, and Study Area facilities/logistics are discussed in
Section 3. This section also presents a list of the standard operating procedures (SOPs) that

will be followed during the RI implementation.

Sections 4 through 12 present the major Phase 1 RI Field Program tasks to be conducted,
including bathymetric, side-scan sonar, and magnetic surveys; aerial photography survey and
shoreline assessment; sediment sampling; surface water monitoring and sampling; current
meter deployments; supplemental data collection; and habitat and biological evaluations.
Each section includes an overview of the activity, the rationale and design of the activity, the
procedures that will be followed, and a description of how data will be managed, evaluated,
and reported. Each section of this FSAP has been developed as a “stand-alone” guide to the
sampling activities discussed in that section, so that field staff can complete the sampling
with the information contained in that section and the associated SOPs. As a result, there is
some duplication between sections where similar tasks are being completed. The Phase 1 RI
Field Program includes a groundwater sampling task that will be scoped in the Phase 1 RI
Work Plan Addendum at approximately the midpoint of the Phase 1 RI Field Program. This
addendum will include the applicable FSAP procedures.

Quality assurance (QA) and quality control (QC) procedures to be followed during
implementation of the RI are presented in Section 13, and field documentation requirements
and sample management procedures are discussed in Section 14. Collection and handling of
investigation-derived waste (IDW) is discussed in Section 15, and references used in the

preparation of the FSAP are provided in Section 16.

Field Sampling and Analysis Plan October 2011
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1.1 Study Area History and Background

The following section provides a brief summary of the Study Area history and background.
A more detailed presentation of Study Area history and background information is provided
in Section 1.0 of the RI/FS Work Plan (AECOM 2011).

The Newtown Creek area of Brooklyn and Queens has a history of extensive industrial
development dating back to the 1800s. This development resulted in major reworking of the
banks and channel for drainage and navigation purposes. The channelizing and deepening of
Newtown Creek and its tributaries was largely completed to its current configuration by the
1920s and 1930s (NYCDEP 2007). This historical development has resulted in changes in the
nature of Newtown Creek and its tributaries from a natural drainage condition to one that is
largely governed by engineered and institutional systems. Based on the current zoning
around Newtown Creek and its tributaries, the current predominant land use includes

industrial, manufacturing, transportation, and utility facilities (Figure 1-3).

The first survey of Newtown Creek was completed by Dutch explorers in 1613 to 1614, and
the Dutch acquired the area from the local Mespatches tribe shortly thereafter. Initially, the
Newtown Creek area was used primarily for agriculture, but following the Revolutionary
War, it became industrialized with glue and tin factories, rope works, tanneries, and the
Sampson Oil Cloth Factory operating along Newtown Creek and its tributaries. There was a
shift to shipbuilding in the Pre-Civil War Period. Following the Civil War, textile
manufacturing and oil refining replaced shipbuilding along Newtown Creek and its
tributaries. Newtown Creek was home to the first kerosene refinery and the first modern oil
refinery in the United States, paving the way for the area to become the most industrialized
in the United States by the 1900s. With industry came the establishment of the Long Island
Railroad Hub (1861), the Queensboro Bridge (1909), and the Interborough Rapid Transit
(IRT) subway line (1917). Many of the industries in the Newtown Creek area discharged
waste directly into Newtown Creek and its tributaries; upland spills of waste also eventually
seeped into Newtown Creek and its tributaries. Following World War II, transport of raw
materials and finished goods shifted from waterways to highways and the industrial activities
along Newtown Creek and its tributaries declined. By the early 1980s, the historical

industrial activities had generally ceased along Newtown Creek and its tributaries and were
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replaced by industries such as cement plants, scrap yards, a construction supply company,

bulk storage terminal, and liquid natural gas storage.

In the mid to late 1800s, sewer lines that discharged into Newtown Creek and its tributaries
were constructed. The lines in Queens were connected to the Bowery Bay wastewater
treatment plant (WWTP), which went on line in 1938, and the lines in Brooklyn were
connected to the Newtown Creek WWTP, which went on line in 1967. Both sewer systems
include combined sewer overflows (CSOs) that periodically discharge primarily stormwater
mixed with sanitary sewage into Newtown Creek and its tributaries during certain wet

weather events.

Newtown Creek and its tributaries have a long tradition of maritime use extending back to
the 1800s. This maritime use continues today. The majority of the area surrounding the
Study Area is designated by New York City (NYC) as one of the City’s six Significant
Maritime and Industrial Areas (SMIA), see Figure 1-4. The New York City Comprehensive
Waterfront Plan (NYC Department of City Planning 1992) and the New York City
Waterfront Revitalization Program (NYC Department of City Planning 2002) describe
SMIAs as areas where the City wants to support a future use as a functioning industrial
waterfront. Specifically, the New York City Comprehensive Waterfront Plan (NYC
Department of City Planning 1992) states that the “[flundamental objectives of the
waterfront plan are to facilitate and encourage water dependent uses and to ensure the
retention of sufficient manufacturing-zoned land to accommodate future needs.” As part of
the SMIA classification, the majority of the uplands adjacent to the Study Area are zoned
M3-1, or heavy industrial. This relatively large area of heavy industrial zoning surrounding
the Study Area provides sufficient industrial land to support a working waterfront. NYC’s
designation of the Study Area as a SMIA reflects NYC’s determination that the anticipated
future uses of surrounding property include maritime industrial uses as well as other

compatible industrial uses.

1.2 Conceptual Site Model

The CSM is a representation of the physical, chemical, and biological processes that affect the

transport of constituents of potential concern (COPCs) from sources to receptors within the
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system (NYSDEC 2010). As such, the CSM provides the current understanding of processes
affecting the Study Area. The CSM will be updated throughout the RI/FS process as new
information becomes available. Updates of the CSM will be subject to USEPA’s review and
approval, pursuant to the AOC. The CSM will eventually be used as a tool to help select
appropriate remedies for the Study Area.

A successful CSM describes:

e Sources of potentially significant loadings of COPCs
e Nature and extent of COPCs

e Important fate and transport characteristics

e Potential exposure pathways

e Potentially impacted receptors

The CSM becomes the framework which supports development of questions that define
whether there are unacceptable risks that warrant consideration during the development of

the remedial strategy.

The CSM for Newtown Creek as it is understood based on currently available information is
presented in Section 2.0 of the RI/FS Work Plan (AECOM 2011). This CSM is presented
graphically in Figure 1-5.

1.3 RI/FS Goals and Objectives

The goal of the RI/FS is to conduct a scientifically sound, comprehensive investigation of the
Study Area following the appropriate USEPA and New York State Department of
Environmental Conservation (NYSDEC) guidance documents and the principles outlined in
the USEPA Contaminated Sediment Remediation Guidance for Hazardous Waste Sites
(USEPA 2005) for the purpose of providing the basis for sound scientifically based decisions
on the future condition of the Study Area. The following specific objectives have been

established to achieve this goal:

1. Identify, quantify, and understand the vertical and horizontal distribution of COPCs
in sediment and surface water, and other constituents and stressors that may impact

the ecology and quality of the Study Area sediment, water, and biota. This will
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include a complete characterization of COPCs in the Study Area, notwithstanding
whether the initial release included petroleum or any other substance. The
synergistic relationships among substances will be considered to the extent necessary
for such characterization.

Identify and quantify ongoing significant loadings of COPCs and, to the extent of the
available information, sources of such loadings to the Study Area surface water,
sediments, groundwater, and biota. In the case of ongoing upland sources, refer
future investigation of sources to the appropriate regulating agency (i.e., the USEPA,
the NYSDEC, or the NYC Department of Environmental Protection [NYCDEP]). For
more details on evaluation of upland sources see Section 3.2.4 of the RI/FS Work Plan
(AECOM 2011). As stated in USEPA Contaminated Sediment Remediation Guidance
for Hazardous Waste Sites (USEPA 2005), sources of contaminants to sediments must
be controlled early and if recontamination is likely to occur, then sources should be
controlled prior to establishing end points and prior to the implementation of
sediment remedies. Therefore, it is important to identify and control significant
sources of contaminants to the Study Area, prior to implementing an effective

remedy.

. Understand the key geomorphological, chemical, and biological processes affecting

the stability of sediments and the fate, transport, and bioavailability of COPCs.
Identify complete and reasonably potentially complete (considering the urban nature
of the Study Area and the impact of future contaminant loadings on the ecology and
quality of the Study Area) exposure pathways and identify potential current and
future human health and ecological risks posed by the COPCs present in the Study
Area.

Identify and evaluate potential remedial actions that provide meaningful risk
reduction and provide the highest, best possible use of the Study Area, and that also
consider the urban nature of the Study Area and the impact of future contaminant

loadings on the ecology and quality of the Study Area.

Phased Investigation Approach

The proposed approach for completion of the RI/FS includes phasing of field investigations
and associated evaluations and reporting. Per USEPA CERCLA Guidance (1988, Section
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1.4.2), “field sampling should be phased so that the results of the initial sampling efforts can

be used to refine plans developed during scoping to better focus subsequent sampling efforts.

Data quality objectives (DQOs) are revised as appropriate based on an improved

understanding of the site to facilitate a more efficient and accurate characterization of the

site and, therefore, achieve reductions in time and cost.” The DQO process is described in

Guidance on Systematic Planning Using the Data Quality Objectives Process (USEPA 2006).
The DQOs established for the Newtown Creek RI/FS are presented in the QAPP (Anchor
QEA 2011b). The proposed approach includes two, or possibly more, primary phases of field

investigation and the associated evaluation and reporting steps, as described below.

Phase 1 RI Field Program — The Phase 1 RI Field Program considers available pre-RI
data and proposes collection of sediment, surface water, ambient air, and groundwater
samples, and completion of physical, biological, and shoreline area surveys. The
specific sampling anticipated to be performed during this first phase of work is
summarized in Table 1-1. This phase of work is intended to generally characterize
the physical properties of the Study Area, identify areas of interest or significant
features for future sampling during the Phase 2 RI Field Program or the Baseline
Ecological Risk Assessment (BERA) Field Sampling Program, and characterize the
nature and extent of COPCs in sediment and surface water. The ambient air sampling
will evaluate baseline concentrations of specific airborne chemicals for current
conditions, measure the level of ambient air concentrations that would be
experienced within the breathing zone in or adjacent to the Study Area, and estimate
the portion of the measured concentrations that are potentially attributable to the
Study Area and its shoreline. Groundwater samples will be collected to identify
significant loadings of COPCs and, to the extent of the available information, sources
of such loadings to the Study Area.

Historical Data Review — This data review will be conducted prior to and concurrent
with the Phase 1 RI Field Program. It will include an evaluation of the available
historical data regarding geology, hydrogeology, and land use with the purpose of
identifying sources of significant loadings of COPCs, and to the extent of the available
information, sources of such loadings, that may impact Study Area biota, sediments,
and surface water through groundwater discharge and point and nonpoint source

discharges.
Screening Level Ecological Risk Assessment (SLERA) and BERA Problem
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Formulation — These activities will be conducted concurrently with the Phase 1 RI
Field Program using existing (pre-Phase 1 RI) data and will incorporate the data
collected during the Phase 1 RI Field Program habitat survey and biological surveys.
The SLERA and the BERA Problem Formulation are intended to be combined into
one document. This document will be produced following a BERA Workshop where
preliminary SLERA results and a BERA Problem Formulation outline will be
discussed in detail with USEPA. These activities will be conducted prior to the
completion of the BERA Work Plan to allow identification of data gaps that will be
addressed in the BERA Field Sampling Program.

o Phase 2 RI Field Program — The Phase 2 RI Field Program will be completed
following the review of historical data, e.g., existing reports on upland properties
(including geology and hydrogeology), information on pipe discharges, and
observations of pipe discharges, seeps, and nonpoint source stormwater flow in the
Study Area. Phase 1 RI Field Program data (e.g., results of shoreline assessment and
groundwater sampling) will be incorporated into the design of the Phase 2 RI Field
Program. This phase of work will include sampling of the pipes, seeps, and, to the
extent necessary to identify significant loadings of COPCs, nonpoint source
stormwater and groundwater (using in-creek techniques and/or land-based
monitoring wells). Should an upland site ultimately require the installation of upland
wells to fully characterize the upland contaminant loadings, this characterization will
be the subject of the process outlined in RI/FS Work Plan (AECOM 2011) Section
3.2.4 and AOC Section XI, Paragraph 54.e and AOC Section XII, Paragraph 58.b. The
objective of this phase of work is to complete the identification of ongoing sources of
significant loadings of COPCs, and to the extent of the available information, sources

of such loadings, to the Study Area.

Specifically, the Phase 2 RI Field Program is intended to identify significant
contaminant loadings from point and nonpoint source discharges to the Study Area
(including groundwater) having potential significant impact on the implementation of
an effective remedy. Identification of sources of significant contaminant loadings will
use a multiple-lines-of-evidence approach consisting of: 1) information obtained from
the aforementioned Historical Data Review; 2) Phase 1 RI Field Program data

obtained from the shoreline assessment and sampling of various media; and 3) Phase 2
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RI Field Program in-creek assessment methodologies (including use of a Trident
Probe, or similar sampling technology and/or groundwater monitoring wells).
Additionally, the Phase 2 RI Field Program will include collection of physical and/or
chemical data to fill data gaps identified at the end of the Phase 1 RI Field Program
and will include the collection of the data needed to support the Human Health Risk
Assessment (HHRA).

e BERA Field Sampling Program — The BERA Field Sampling Program will rely on pre-
RI data and the initial findings of the Phase 1 RI Field Program, including the
findings of the habitat survey, to focus ecological data collection to the appropriate
locations, and the results of the SLERA and of the BERA Problem Formulation. This
phase of field work will focus on collecting the information necessary to complete the
Ecological Risk Assessment (ERA).

e RI Reporting — The results of the RI data collection activities will be summarized in
several reports. A Phase 1 RI Interim Data Report will be prepared prior to
approximately the midpoint of the Phase 1 RI Field Program to summarize the results
of the surveys performed (bathymetric, side-scan sonar, and magnetic surveys, aerial
photography survey, and shoreline assessment) and the Historical Data Review
information obtained up to that point in time, including the groundwater assessment.
This interim data report will serve as the basis to identify potential significant
loadings of COPCs and, to the extent of the available information, sources of such
loadings to the Study Area for consideration of Phase 1 in-creek and/or land-based
sampling. The results of the Phase 1 RI Field Program will be summarized in the
Phase 1 RI Data Summary Report. As needed, additional interim data reports will be
prepared during the various phases of RI field work. The combined results from the
Phase 1 and Phase 2 RI Field Programs will be summarized in the RI Report.

o BERA - The BERA will rely on the results of the Phase 1 and Phase 2 RI Field
Programs, the BERA Field Sampling Program, and the food web modeling (as
described in Section 2.3.1.4 of the RI/FS Work Plan [AECOM 2011]).

e HHRA - The HHRA will be outlined for discussion and comment by USEPA in the
Pathway Analysis Report (PAR-HHRA). The PAR-HHRA will include the HHRA
CSM and details of exposure and toxicity data to ensure the approach for the HHRA is
acceptable to USEPA. The HHRA will involve a review of sampling data for

environmental media associated with the Study Area collected during the Phase 1 RI,

Field Sampling and Analysis Plan October 2011
Newtown Creek RI/FS 9 110782-01.01



Introduction

Phase 2 RI, and BERA Field Programs and will also rely on the results of the food web
modeling (as described in Section 2.3.1.4 of the RI/FS Work Plan [AECOM 2011]).

FS Field Program — The FS Field Program, if necessary, will be scoped following the
completion of the RI, ERA, and HHRA. This phase of field work will provide the
information needed to complete the FS and may include additional sediment
sampling in select areas of the Study Area for specific constituents, sediment sample
collection to refine volumes for remediation areas, and treatability tests for candidate

remedial technologies.

The field programs of the RI/FS are not intended to be completed sequentially, but will be

scheduled and implemented as information is obtained to enable execution of the field

programs and as USEPA approval of field program scope is obtained.

1.5

Phase 1 Goals and Objectives

The primary goals of the Phase 1 RI Field Program are focused on extending the current

understanding of sediment impacts throughout the Study Area, the stability of these

sediments, and identifying potential past and current sources of these impacts. The overall

objectives and proposed work scope developed for the Phase 1 RI Field Program in order to

achieve these goals are presented below:

1.

Broadly characterize the physical properties and chemical nature of the sediments
and surface water and the bottom conditions (debris and obstructions) along the
length of the Study Area. This objective will be achieved by conducting physical
surveys of the Study Area (bathymetric, side-scan sonar, and magnetic surveys), and
collecting and analyzing surface sediment samples, subsurface sediment samples, and
surface water samples. These data will provide information on the geometry of the
bottom of Newtown Creek and its tributaries, general characterization on a large scale
(e.g., subsurface and surface sediment samples will be collected spatially along the
Study Area at approximately 1,000-foot intervals) of the presence and distribution of
COPCs in sediments, seasonal and tidal variability in basic surface water parameters
(e.g., temperature, salinity, dissolved oxygen [DO], turbidity, pH, and conductivity),
and COPCs in surface water. Samples will also be collected for performing

supplemental analyses to aid in identifying sources of COPCs to the Study Area.

Field Sampling and Analysis Plan October 2011
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These data will be used to refine the CSM, refine the list of COPCs, identify where
additional sediment characterization data are needed to complete the characterization
of the sediments, support hydraulic and sediment transport computer modeling,
support the ERA, and support the FS.

2. Broadly characterize the hydraulic properties and flow dynamics of surface water
within the Study Area. This objective will be achieved by performing monthly field
surveys of water quality parameters for one year and by deploying current meters.
These data will provide information on seasonal and tidal variability in basic surface
water parameters (e.g., temperature, salinity, DO, turbidity, pH, and conductivity),
and information on surface water flow, tidal influences on surface water flow, and the
potential for sediment scour from propeller wash. This information will be used to
refine the CSM, support hydraulic and sediment transport computer modeling, and
support the FS.

3. Evaluate sediment depositional history and stability. This objective will be achieved
using geochronology/radioisotope analyses of surface and subsurface sediments and by
collecting geotechnical and other physical data (e.g., Sedflume data, and bathymetric,
side-scan sonar, and magnetic surveys). These data will provide information on areas
of deposition and erosion (in addition to rates of sediment deposition), will support
identification of potential sources of COPCs to Study Area sediments, and will
provide information to support the sediment transport model.

4. Collect the data needed to support a SLERA and a BERA Problem Formulation to
define the scope of a BERA Field Sampling Program. The SLERA will, to a large
extent, use existing data for the Study Area in order so that it is not dependent on the
Phase 1 RI timeline. However, the Phase 1 RI Field Program will include several
tasks directed towards supporting the SLERA and especially the BERA Problem
Formulation, including a wildlife habitat survey (including a shoreline assessment),
benthic community surveys, and fish community surveys. In addition, the sediment
and surface water data will allow refinement of the CSM for the BERA Problem
Formulation and BERA Field Sampling Program.

5. Evaluate baseline concentrations of specific airborne chemicals (volatile organic
compounds [VOCs] and polychlorinated biphenyls [PCBs]), measure the level of
ambient concentrations that would be experienced within the breathing zone on or

along the Study Area, and the contributions, if any, that are potentially attributable to
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the Study Area. These objectives will be achieved by performing simultaneous air
measurements at selected stations on opposite sides of Newtown Creek and its
tributaries as well as measurements at a height of about 2.5 feet above the water
surface. These data will provide concentrations of volatile constituents and PCBs that
may be present upwind (background), on, and downwind of the Study Area and will
facilitate an upwind-downwind analysis to estimate the contribution, if any, from the
Study Area to measured air concentrations both on the banks and over the water
surface.

6. Perform reconnaissance to describe the physical nature of the shoreline and to
support future evaluations of discharges to the Study Area. This objective will be
achieved by obtaining aerial photography of the Study Area and performing a
shoreline assessment. The data obtained from the aerial photography survey will
provide information on the presence of pipes, seeps, and overland flow. This
information will support refinement of the CSM and provide information to help
confirm the presence of known discharges to the Study Area and potentially identify
other discharges to the Study Area. The reconnaissance data will be combined with
the information obtained from the review of data on loadings to the Study Area, and
other available data (e.g., as-built drawings, historical maps, and figures) to aid in the
preparation of the sources sampling approach.

7. Collect data to support the identification of sources of COPCs to the Study Area
sediments and surface water. This objective will be achieved by analyzing sediment
and surface water samples for a broad list of COPCs that are representative of
potential sources of COPCs to the Study Area and by sampling select seeps, outfalls,
overland flows, discharge pipes, and/or sediments in the areas of potentially
significant surface water contributions or in other areas where sediment is visually
impacted. It will also include sampling of groundwater using in-creek techniques
and/or land-based monitoring wells as part of a weight-of-evidence approach to
identify significant loadings of COPCs, and to the extent of the available information,
sources of such loadings, to the Study Area (should an upland site ultimately require
the installation of upland wells to fully characterize the upland contaminant loadings,
this characterization will be the subject of the process outlined in RI/FS Work Plan
(AECOM 2011) Section 3.2.4 and AOC Section XI, Paragraph 54.e and AOC Section
XTI, Paragraph 58.b). The information evaluated includes general chemistry data and
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specific data collected for this purpose, referenced to in the RI/FS Work Plan
(AECOM 2011) as supplemental data.

8. Make observations of existing recreational and industrial activities occurring in the
Study Area. This objective will be achieved by observing and recording occurrences
of these uses within the Study Area during the various Phase 1 RI field activities.

9. Perform historical research into available data on geology, hydrogeology, and
potential upland sources to evaluate the impact to Study Area sediments and surface
water through flux of groundwater containing COPCs. This objective will be
achieved by obtaining available upland data from publicly available data sources (e.g.,
United States Geological Survey [USGS] publications) and from reports on site
investigations for properties through which groundwater may potentially flow to the
Study Area. After reasonable efforts are made to obtain information, the Respondents
may need USEPA assistance to obtain some of these reports.

10. Collect data to support potential future FS alternatives evaluations. This objective
will be achieved by collecting sediment samples and analyzing these samples for

geotechnical parameters.

In summary, the Phase 1 RI Field Program will include the following activities:

e Bathymetric, side-scan sonar, and magnetic surveys

o Aerial photography survey

e Shoreline assessment

e Air monitoring

e Sediment sampling (surface sediments, subsurface sediments, and Sedflume testing)

e Surface water monitoring, sampling, and analysis

e Current meter deployments

e Supplemental analyses

e Groundwater sampling and analysis using in-creek techniques and/or land-based
monitoring wells; should an upland site ultimately require the installation of upland
wells to fully characterize the upland contaminant loadings, this characterization will
be the subject of the process outlined in RI/FS Work Plan (AECOM 2011) Section
3.2.4 and AOC Section XI, Paragraph 54.e and AOC Section XII, Paragraph 58.b

e Ecological habitat survey and biological evaluation

Field Sampling and Analysis Plan October 2011
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Phase 1 RI Field Program activities proposed to meet these objectives are presented and
discussed in Sections 4 through 12 of this FSAP. This groundwater sampling task will be
scoped at approximately the midpoint of the Phase 1 RI Field Program in the Phase 1 RI
Work Plan Addendum. This addendum will include the applicable FSAP procedures.

All sampling and data collection stations for the Phase 1 RI Field Program are provided in
Figure 1-6. Phase 1 RI field activities will be conducted in accordance with this FSAP and
with the QAPP (Anchor QEA 2011b), HASP (Anchor QEA 2011a), DMP (Anchor QEA
2011c), and applicable SOPs.

1.6 Health and Safety and Procedural Requirements

This section provides an overview of the health and safety requirements, SOPs, and
equipment calibration and contamination requirements for the Phase 1 RI Field Program to

ensure activities are conducted safely and adhere to specific standards and procedures.

1.6.1 Compliance with Health and Safety Requirements

All FSAP activities proposed for the Phase 1 RI Field Program will follow the procedures
outlined in the site-specific HASP (Anchor QEA 2011a). The HASP was prepared in
accordance with the Occupational Safety and Health Administration (OSHA) requirements
contained in 29 Code of Federal Regulations (CFR) 1910 including the final rule contained in
29 CFR 1910.120.

All field team staff and subcontractor personnel must read and comply with the site-specific
HASP (Anchor QEA 2011a), and sign an acknowledgement form contained in the HASP.
Visitors and new staff will be given a safety briefing by the Anchor QEA Project On-site
Safety Officer (POSO) to include a review of site environmental health and safety procedures

required by the HASP and sign the corresponding acknowledgement form.

Field team staff will complete a Task Hazard Analysis (THA) form when new tasks or
different investigative techniques are proposed that are not addressed in the HASP. The
THAs will be reviewed and approved by the POSO, and completed forms will be reviewed

with all field team staff performing the specific task prior to implementation.
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The field team staff will be trained as specified in the HASP (Anchor QEA 2011a).

The implementation of health and safety for the RI/FS will be the shared responsibility of the
Anchor QEA Project Manager, Anchor QEA RI Manager, the Anchor QEA Safety Manager,
the Anchor QEA POSO, Anchor QEA field team staff implementing the FSAP, as well as
Anchor QFEA subcontractors. All field team staff, subcontractors, and site visitors have the
authority to STOP WORK if they see a potential or actual hazard that may threaten the
safety of people or the environment. Upon stopping work, the designated Anchor QEA
POSO must be immediately notified and provided with information regarding the nature of
the safety, health, or environmental concern. Once the potential or actual hazard has been
eliminated, work can proceed. See Section 1 of the HASP (Anchor QEA 2011a) for further
details.

1.6.2 Standard Operating Procedures

SOPs have been developed for the RI/FS to ensure consistency and quality in the
implementation of the field work. The activities that comprise the Phase 1 RI Field Program
and their associated procedures are presented in Sections 4 through 12 of this FSAP.
Detailed project specific SOPs to complete specified tasks are referenced in these sections,

summarized in the list below, and provided in Attachment 1:

e NC-01 - Field Records

e NC-02 - Equipment Decontamination

e NC-03 - Conductivity, Temperature, Depth/Turbidity Data Collection and Water
Sampling

e NC-04 — Navigation and Boat Positioning

e NC-05 - Sediment Grab Sampling

e NC-06 — Subsurface Coring

e NC-07 — Calibration and Operation of a Portable Hydrogen Sulfide Monitor

e NC-08 — Sediment Core Processing

e NC-09 — Geochronology Core Processing

e NC-10 - Sedflume Testing

e NC-11 - Water Column Profiling and Sampling

e NC-12 - Current Meter Deployment and Data Collection

Field Sampling and Analysis Plan October 2011
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e NC-13 - Sample Custody

e NC-14 - Sample Packaging and Shipping

e NC-15 - Investigation-Derived Waste (IDW) Handling and Disposal
e NC-16 — Photoionization Detector Calibration and Operation
e NC-17 — Multi-Parameter Water Quality Data Collection

e NC-18 — Fish Community Survey

e NC-19 - Acoustic Doppler Current Profiler (ADCP)

e NC-20 - Air Monitoring for Polychlorinated Biphenyls

e NC-21 - Air Monitoring for Volatile Organic Compounds

e NC-22 - Benthic Community Survey

e NC-23 - Shoreline Habitat Survey

e NC-24 - Land-Side Habitat Survey

SOPs NC-12 and NC-19 will be submitted at a later date, after the selection of subconsultants
responsible for those activities. SOPs NC-20 and NC-21 will be submitted to USEPA for

review prior to the initiation of the sampling event.

1.6.3 Maintenance, Calibration and Decontamination of Instruments

Field instruments used for field measurements, e.g., multi-parameter sonde water quality
meter and photoionization detector (PID), will be maintained and calibrated according to the
manufacturer’s specifications and applicable SOPs (see also QAPP Worksheet #22 regarding
field equipment calibration [including acceptance criteria], maintenance, testing, and
inspection). If post-sampling calibration data are not within an acceptable range, data for the
period of use will be qualified as not reportable. Instruction manuals for all field instruments
will be available in the field facility and where the instruments are being used. Instruments
will be stored in the field facility in a temperature-controlled climate. Instruments will be
inspected daily for possible problems (e.g., cracked or clogged lines or tubing, weak
batteries). Instruments will be calibrated at the beginning of each field day and as needed

thereafter where readings are suspect to produce accurate and reproducible data.

All field equipment or instruments coming in contact with potentially contaminated media
or used for sample collection and/or sample processing will be decontaminated before and

after use and between stations in accordance with NC-02 — Equipment Decontamination.
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1.7

Modifications to the Phase 1 Rl Field Program

It is anticipated that during the Phase 1 RI Field Program there will be modifications to the
sampling identified in the RI/FS Work Plan (AECOM 2011) and the FSAP. These changes

may include moving a sample station due to obstruction, utility, or refusal or the addition of

a sample station or sample. Additionally, there may be other changes to the RI/FS Work

Plan and FSAP due to unanticipated events, e.g., broken sample bottles. These changes will

be handled as described below (see also Figure 1-7):

For minor changes in sample location (e.g., moving a location a reasonably short
distance, adjusting core location due to refusal, adjusting vertical interval, collecting
opportunistic sample) that are anticipated by the Work Plan (AECOM 2011) and this
FSAP, the change will be considered an allowable field decision and will be reported
to USEPA on Field Change Reports and in routine status reports (weekly field status
reports and monthly status reports). These are modifications that do not impact scope
of study design objectives. An example Field Change Report is provided in NC-01 —
Field Records.

For changes that require a deviation from the RI/FS Work Plan, but that do not
change the study design objectives, decrease sampling or analysis or data quality or
move a location beyond a short distance (e.g., additional surface water sample,
additional core location, additional vertical interval or are caused by significant
weather delays) will be approved by a core group of the Respondents identified to
make these decisions. Unplanned changes that require a deviation from the RI/FS
Work Plan will also be documented on the Field Change Form. The change will be
submitted to USEPA on a Field Change Form and will be reported to USEPA on Field
Change Reports and in routine status reports (weekly field status reports and monthly
status reports). An example Field Change Report is provided in NC-01 — Field
Records.

For changes that require an RI/FS Work Plan amendment or that change the RI/FS
study design objectives, change direction of an end point, or require upland or
groundwater work (in-creek or upland), the change will be approved by the
Respondents Steering Committee. The change will be submitted to USEPA on a Field
Change Report and will be reported to USEPA on Field Change Reports and in
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routine status reports (weekly field status reports and monthly status reports).

e If, during the course of the Phase 1 RI Field Program, USEPA requests the addition of
a sample station or sample, USEPA will submit this request to the Respondents in
writing. This request will be reviewed by the Respondents for approval prior to

complying with the request.

1.8 Amendments for Future Phase of Investigation

As described in Section 1.7 all amendments to the RI/FS Work Plan, FSAP or the QAPP that
occur during the Phase 1 RI Field Program will be submitted to USEPA in advance for
approval. The FSAP and QAPP will also be modified for future phases of investigation,
when necessary, by submittal of amendments documenting all necessary changes to the
QAPP and FSAP to USEPA for review and approval.
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Table 1-1
Sampling Summary

Number of Different Chemical/Physical Analyses®

Sampling Total Number QA/QcC
Intervals per Total Field For all Samples | For25% of | For10% of | ForSelect | of Non-QA/QC| Analytical | Total Analytical
Matrix Type of Sample/Test Locations Location Sampling Events Samples Samples Samples Samples Analytical Tests Tests” Tests
Ambient Air Analytical 29 1 1 29 2 - - - 58 4 62
Analytical - Low DO
d 127 1 1 127 20 8 -- 1° 2,811 293 3,104
Event
Surface Analytical - High DO
. d 34 1 1 34 6 -- -- -- 204 24 228
Sediment Event
Ecological 3 discrete grabs
i g d 34 g 2 204 - -- - -- -- - --
Macroinvertebrate per location
Core .
. Analytical 95 8 1 760 19 5 4 2°¢ 15,932 1,589 17,521
Sediment
Ecological 34 1 2 68 6 -- -- -- 408 42 450
Surface Water Analytical 15 2 12 360 25 1 - -- 9,090 909 9,999
Current Meter 5 3 6° 90 1 - - - 90 N/A 90
Totals 1,672 28,593 2,861 31,454
Notes:

This table shows the sample matrices, number of sample locations per matrix, number of sample intervals and sampling events per location, number of field and quality control samples,

and number of analyses per sample. For the purpose of this overview table, the number of analytical samples is calculated by multiplying the number of field samples
by the number of analyses (not including archives) and adding the quality control samples (as five percent of that total number).

Groundwater samples are not included in this table; sampling locations will be determined as described in Section 4 of the Work Plan.

DO - Dissolved Oxygen

QA/QC - Quality Assurance/Quality Control
-- Not applicable

a - Analysis number does not include calculations (ex. Hardness)
b - Applies to samples for analytical testing only and includes field duplicates, MS and/or MSD and/or LD if applicable; supplemental data analyses sample count for each matrix not included in estimate.
Equipment rinsate blanks or field blanks at a frequency of 1 per 20 or 1 per day whichever is least frequent are not included in the QA/QC Analytical Test counts.
¢ - Geochronology at 17 locations (in core locations at 7 intervals).
d - Locations co-located with surface sediment samples, however, locations represent a different sampling type and are included separately in the count of total locations. During the high DO benthic
macroinvertebrate sampling event, sediment samples will be collected for chemical analysis. During the low DO benthic macroinvertebrate sampling event, sediment samples will be collected for
select analyses; samples will be archived for potential additional analyses.
e - Sampling Events for 3 month deployment, two measurements sets (flood tide, midpoint of ebb tide) per sampling event. If current meter deployment is extended to 1 year, sampling events increases to 24.
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Tiered Decision-Making Process for Changes to Rl Field Program

Type of Change Decision Makers Documentation

Tier 1 — Field Decisions

Field Team Staff

Field Team Staff and
Consultant Technical
=== Discipline Lead

Minor changes anticipated in the

Work Plan that do not impact scope or study
design objectives, e.g., moving location
reasonable short distance, adjusting core
location due to refusal, adjusting vertical

. . . . decision in the field
interval, collecting opportunistic sample,

Tier 2 — Work Plan Deviations

‘ m
=g
2

NCG Core Field Group

Changes that require a Work Plan deviation, including NYC

but that do not change study design
objectives, decrease sampling or analysis or
move a location beyond a reasonable short
distance, e.g., additional surface water
sample, additional core location, additional
vertical intervals, or relate to significant
weather delays.

75% of Members*
—

decision within 24 hours

NCG Steering Committee

Tier 3 — Changes to Study Design including NYC

Other changes that require a Work Plan
amendment, change study design objectives,
change direction of end point, require upland
or groundwater work (in-creek or upland).

process
decision within 5 days

*Default to Technical Subcommittee Chair if 75% approval cannot be reached.

Whole NCG decision-making

ﬁ

Field Log book

Field Activity Log

FYl Email to NCG Core Group and NYC
Field Change Report

Weekly Status Report

Field Log book

Field Activity Log

FYI Email to NCG Steering Committee
and NYC

Field Change Report

Field Modification Form

(for planned significant changes)
Weekly Status Report

Field Log book
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2 ORGANIZATION AND RESPONSIBILITIES

An organizational framework and management control system capable of executing the work
of the RI/FS will incorporate an integrated structure where each member understands his or
her function and his or her relationship to the overall project. Lines of communication will
be maintained among project personnel and the RI and FS Managers. Communication will
also be maintained regularly between the Project Manager, the RI and FS Managers, the
Respondents, and the USEPA.

While each individual involved in the RI/FS and in the generation of data is implicitly part
of the overall RI/FS and QA program, certain individuals have specifically designated
responsibilities. The Respondents will act as the lead for the RI/FS. Investigation support
will be provided to the Respondents by Anchor QEA. The individuals with specifically
designated responsibilities for the RI/FS are described below.

Figure 2-1 presents an organizational chart depicting the hierarchy of roles and
responsibilities for the RI/FS. These roles and responsibilities are defined below. Table 2-1

shows the personnel assigned to each of these roles

2.1 USEPA Remedial Project Manager

The USEPA Remedial Project Manager (RPM) is responsible for the overall management of
the RI/FS.

2.2 Respondents Technical Lead(s)
“Respondents” is defined as those signatories to AOC identified in Appendix C of the AOC,

as may be amended from time to time. Each Respondent will have a Technical Lead who is

responsible for the review and approval of RI/FS work plans and reports.

2.3  Anchor QEA Project and Task Management

Anchor QEA individuals with specifically designated project and task management
responsibilities for implementation of the RI/FS Field Programs include the RI/FS Project
Manager, the RI Manager, the FS Manager, the Risk Assessment Managers, the Safety
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Manager, and Project QA Coordinator. Various personnel (including the Project Chemist
and Data Validation Coordinator) will be responsible for the sample tracking and validation.
Field data management activities will be coordinated by a Data Management Task Manager.

Roles and responsibilities of these individuals are presented below.

2.3.1 RI/FS Project Manager

The Project Manager has the overall responsibility for the implementation and completion of
each of the tasks identified in the RI/FS Work Plan. The RI/FS Project Manager will manage
administrative aspects of the project, including delivery of progress letters and
communication regarding project schedule. The RI/FS Project Manager will also support the
RI/FS Technical Lead in developing technical aspects of the project. The RI/FS Project
Manager will function as Anchor QEA’s principal contact with the Respondents and with
USEPA.

2.3.2 RI/FS Technical Lead

The RI/FS Technical Lead will work with the Respondent Technical Leads to communicate
project approach with USEPA. The RI/FS Technical Lead will be responsible for leading
technical aspects of the project, including the development, review, and approval of RI/FS

work plans and reports, and will be a principal contact with the Respondents and USEPA.

2.3.3 RI Manager

The RI Manager is responsible for scoping and implementing the RI. He is also responsible
for preparing the RI reports. The RI Manager will keep the Project Manager apprised of the
status of the RI Program, as well as communicate any issues affecting the schedule, budget,

or achievement of the task objectives.

2.3.4 Safety Manager

The Anchor QEA Safety Manager is the individual responsible for the preparation,
interpretation, and modification of the project-specific HASP (Anchor QEA 2011a). The
Safety Manager advises the Project Manager, RI Manager, and POSO on matters relating to

health and safety, recommends appropriate personal protective equipment (PPE) and safety
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equipment, and maintains regular contact with the Project Manager, RI Manager, and POSO
to evaluate Study Area conditions and new information that might require modifications to
the HASP (Anchor QEA 2011a).

2.3.5 FS Manger

The FS Manager will have responsibility for the preparation of the FS, and will also
participate in the RI scoping process to ensure that the collected data will be useful in

screening and implementation of remedial alternatives.

2.3.6 Risk Assessment Task Managers

The risk assessment managers are responsible for activities related to the human health and
ecological risk assessments. They will assist the RI manager in design of the RI to collect data
to support these risk assessments. They will also prepare the human health and ecological
risk assessment-related documents (e.g., work plans, PAR-HHRA, HHRA, SLERA, and
BERA).

2.3.7 Project Quality Assurance Coordinator

The Project QA Coordinator will review project plans and revisions to the plans to maintain
proper QA throughout the investigation. In addition, the Project QA Coordinator will be
responsible for performance and system audits, data processing QC, data quality review,
monitoring the effectiveness of corrective actions, and coordinating the QA/QC efforts

between Anchor QEA and subcontractors, including analytical laboratories.

2.3.8 Project Chemist

The Project Chemist will serve as the analytical laboratory coordinator and be the primary
point of contact with the laboratories. The Project Chemist will be responsible for

laboratory procurement and monitoring of progress.
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2.3.9 Chemistry Technical Resource

The Chemistry Technical Resource will be responsible for working with other project team
members to identify the most appropriate sampling and analysis methods to achieve the

RI/FS data usability objectives.

2.3.10 Data Validation Coordinator

The Data Validation Coordinator will be responsible for managing the validation task,
including ensuring that validation is conducted and documented according to the
requirements of the QAPP (Anchor QEA 2011b), and interacting with the laboratories to

resolve any issues.

2.3.11 Data Management Task Manager

The Data Management Task Manager is responsible for data management for the RI/FS,
including overall responsibility for database quality and structure, including graphical

representation of data for completion of the RI, CSM, and FS.

2.3.12 Historical Data Review Task Manager

The Historical Data Review Tasks Manager is responsible for overseeing the collection and
management of historical data to support RI/FS objectives. The Historical Data Review will
be conducted in accordance with the Data Collection Plan (Anchor QEA 2011e) and the
DMP (Anchor QEA 2011c).

2.4 Anchor QEA Field Management

The Phase 1 RI Field Program will be implemented by a Field Team including a Field Team
Leader, POSO, Field Manager, and Field Office Coordinator. These key project personnel
will be supported by technical personnel during implementation of RI/FS Field Programs.

2.4.1 Field Team Leader

The Field Team Leader is responsible for supervision of the field team staff and for field
documentation of proper sample collection protocols, sample collection, equipment

decontamination, and chain-of-custody (COC) documentation. The Field Team Leader is
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also responsible for the initialization and accurate verification of field notebooks, COC

records, sample labels, and other field-related documentation.

2.4.2 Project On-Site Safety Officer

The POSO will be appointed by the Project Manager. The POSO will be present in the
Study Area or at the field facility during all activities covered by the HASP (Anchor QEA
2011a). The POSO is responsible for enforcing the requirements of the HASP once work

begins and for ensuring that all personnel, including subcontractors, adhere to the HASP.

2.4.3 Field Manager

The Field Manager oversees the RI field activities and supervises the Field Team Leader. The
Field Manager is responsible for ensuring that the field sampling activities are implemented
in accordance with the approved plans (FSAP, QAPP [Anchor QEA 2011b], HASP [Anchor
QEA 2011a], and DMP [Anchor QEA 2011c]) and pertinent SOPs.

2.4.4 Field Office Coordinator

The Field Office Coordinator is responsible for establishing and maintaining the field facility
office and sample processing area. The Field Office Coordinator will assist the Field Team

Leader in the management and transfer of field data.

2.4.5 Field Team Staff

Field implementation of this RI will be conducted by experienced geologists, chemists,
engineers, and/or environmental technicians. Their responsibilities will include the
documentation of proper sample collection protocols, sample collection, equipment

decontamination, and COC documentation.

2.5 Subcontractors

Subcontractors will be procured to support the Phase 1 RI Field Program activities in the
field and to analyze samples collected in the field. This section describes the subcontractors
identified for the Phase 1 RI.
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2.5.1 Field Subcontractors

In order to complete the field activities described in this FSAP, Anchor QEA will procure
qualified, health and safety-focused subcontractors to facilitate various field tasks (see
Section 3.2). Field service contactors will be contracted to support and/or perform the

following activities:

e Aerial photography (perform)

e Bathymetry, side-scan sonar, and magnetic survey (perform)

e Shoreline survey (support with boats)

e Land-based survey (perform)

e Sediment grab sampling (support with boats and equipment)

e Sediment coring (support with boats and equipment)

e Surface water sampling (support with boats)

e Tidal survey (support with boats)

e Ecological sampling (support with boats)

o Current meter deployment and monitoring (support with boats and equipment)
e Sedflume testing (support with boats and equipment)

e Groundwater sampling using in-creek techniques and/or land based monitoring wells

(support with boats and equipment)

2.5.1.1 Subcontractor Laboratory Project Manager

The Laboratory Project Manager acts as the primary point of contact at the analytical
laboratory with whom the Anchor QEA Project Chemist will communicate to resolve
sampling, receipt, analysis, and storage issues. There will be multiple laboratories analyzing
samples during the RI/FS; each laboratory will have a Laboratory Project Manager. The
Laboratory Project Managers are identified in the QAPP (Anchor QEA 2011b).

2.5.1.2 Laboratory Quality Assurance Officer

The Laboratory QA Officer (QAO) will be responsible for laboratory QA/QC activities
associated with the project. The specific duties of the Laboratory QAO include determining
whether analyses are conducted within the appropriate holding times and that laboratory
custody procedures are followed. Moreover, the Laboratory QAO monitors daily precision

and accuracy records, maintains detailed copies of all procedures, reschedules analyses based
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upon unacceptable data accuracy or precision, and identifies and implements corrective
actions necessary to maintain QA standards. The Laboratory QAO or a designee will
conduct initial validations and assessments of analytical data results and report the findings

directly to the Project QA Coordinator. Each laboratory will have a Laboratory QAO.

2.5.1.3 Laboratory Sample Custodian

The Laboratory Sample Custodian's responsibilities include verifying proper sample entry
and sample handling procedures by laboratory personnel. The Laboratory Sample
Custodians will be identified by each laboratory for this project.
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Table 2-1

Remedial Investigation Personnel

Title

Organization

Name

E-mail

Telephone

USEPA

Co-Remedial Project Manager

USEPA Region 2

Caroline Kwan

Kwan.Caroline@epamail.epa.gov

(212) 637-4275

Co-Remedial Project Manager

USEPA Region 2

Nica Klaber

Klaber.Nica@epa.gov

(212) 637-4309

Respondents

Technical Lead

Phelps Dodge Refining Corporation

Ron Buchanan

Ronald_Buchanan@FMI.com

602-366-8301

Technical Lead National Grid Tracey Bell Tracey.Bell@us.ngrid.com 917-886-9207
Technical Lead National Grid Thomas Campbell Thomas.Campbell@us.ngrid.com 516-545-2555
Technical Lead Exxon Mobil Steve Schmidt steven.p.schmidt@exxonmobil.com 703-846-1005
Technical Lead Texaco Gesele Harris gmcg@chevron.com 770-984-4190
Technical Lead BP John Frankenthal John.Frankenthal@bp.com 630-836-7123

Technical Lead

New York City Department of
Environmental Protection

Angela Licata

alicata@dep.nyc.gov

718-595-4398

Technical Lead

New York City Department of
Environmental Protection

Eileen Mahoney

EMahoney@dep.nyc.gov

718-595-4433

Anchor QEA Project and Task Management

Project Manager

Anchor QEA, LLC

Jim Quadrini

jquadirini@anchorgea.com

201-571-0912

Technical Lead

Anchor QEA, LLC

Tom Schadt

tschadt@anchorgea.com

206-903-9306

RI Manager/Field Manager

Anchor QEA, LLC

James Keithly

jkeithly@anchorgea.com

206-903-3340

FS Manager

Anchor QEA, LLC

Paul LaRosa

plarosa@anchorgea.com

978-974-9090

Safety Manager

Anchor QEA, LLC

Chris Torell

ctorell@anchorgea.com

617-371-4461

Project QA Coordinator

Anchor QEA, LLC

Leslie McKee

Imckee@anchorgea.com

360-733-4311

Project Chemist

Anchor QEA, LLC

Joy Dunay

jdunay@anchorgea.com

206-903-3320

Chemistry Technical Resource

Anchor QEA, LLC

Beth Lamoureux

blamoureux@anchorgea.com

201-571-0916

Data Management Task
Manager

Anchor QEA, LLC

Mark Meyers

mmeyers@anchorgea.com

201-571-0926
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Table 2-1

Remedial Investigation Personnel

Title

Organization

Name

E-mail

Telephone

Project Chemist - Data

Validation Coordinator

Anchor QEA, LLC

Delaney Peterson

dpeterson@anchorgea.com

206-903-3396

Risk Assessment Manager Anchor QEA, LLC David Glaser dglaser@anchorgea.com 201-930-9890
Ecological Risk Assessment Anchor QEA, LLC Linda Logan llogan@anchorgea.com 267-756-7165
(ERA) Task Manager

Human Health Risk Assessment | Anchor QEA, LLC Taku Fuiji tfuji@anchorgea.com 503-670-1108

Task Manager

ext. 24

Field Office Coordinator

Anchor QEA, LLC

Karen Yanasak

kyanasak@anchorgea.com

206-903-3389

Project On-site Safety Officer
(POSO)

Anchor QEA, LLC

TBD

Anchor QEA Field Management

Field Team Leader

Anchor QEA, LLC

David Gillingham

dgillingham@anchorgea.com

206-903-3353

Field Team Leader

Anchor QEA, LLC

Amy Corp

acorp@anchorgea.com

360-715-2704

Field Team Leader

Anchor QEA, LLC

Calvin Douglas

cdouglas@anchorgea.com

206-287-9130

Field Team Leader Anchor QEA, LLC Joy Dunay jdunay@anchorqgea.com 206-287-9130
Field Team Leader Anchor QEA, LLC Adam Gale agale@anchorgea.com 206-287-9130
Field Team Leader Anchor QEA, LLC Ben Howard bhoward@anchorgea.com 360-715-2704
Field Team Leader Anchor QEA, LLC Jason Kase jkase@anchorgea.com 850-912-8400
Field Team Leader Anchor QEA, LLC Mark LaRue mlarue@anchorgea.com 315-453-9009
Field Team Leader Anchor QEA, LLC Margaret Murphy mmurphy@anchorgea.com 315-453-9009
Field Team Leader Anchor QEA, LLC Chris Pelrah cpelrah@anchorgea.com 315-453-9009

Field Team Leader

Anchor QEA, LLC

Delaney Peterson

dpeterson@anchorgea.com

206-287-9130

Field Team Leader

Anchor QEA, LLC

Joe Pursley

jpursley@anchorgea.com

206-287-9130

Field Team Leader

Anchor QEA, LLC

Jim Ryan

jryan@anchorgea.com

315-453-9009

Field Team Leader

Anchor QEA, LLC

Jim Shannon

jshannon@anchorgea.com

206-287-9130

Field Team Leader

Anchor QEA, LLC

Charlie Szablewski

cszablewski@anchorgea.com

518-792-3709

Field Team Leader Anchor QEA, LLC Joe Volosin jvolosin@anchorgea.com 716-667-1425
Field Team Leader Anchor QEA, LLC Chris Yates cyates@anchorgea.com 518-792-3709
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Table 2-1

Remedial Investigation Personnel

Title

Organization

Name

E-mail

Telephone

Subcontractors

Laboratory Manager

Alpha Analytical

Cindy McQueen

cmcqueen@alphalab.com

508-844-4120

Laboratory Project Manager

TestAmerica — Pittsburgh

Carrie Gamber

Carrie.Gamber@testamericainc.com

412-963-2428

Laboratory Project Manager

TestAmerica — Sacramento

Robert Weidenfeld

Robert,Weidenfeld@testamericainc.com

865-291-3000

Laboratory Project Manager

Mass Spec Services

Hewitt Jeter

Hewittleter@aol.com

Laboratory Project Manager

SGS North America

Amy Boehm

Amy.Boehm@sgs.com

910-350-1903

Laboratory Project Manager

Brooks Rand Laboratory

Amanda Royal

Amanda@brooksrand.com

206-632-6206

Laboratory Project Manager

GeoTesting Express

Mark Dobday

mdobday@geotesting.com

978-635-0424

Laboratory Project Manager

Watershed Assessment Associates,
LLC

J. Kelly Nolan

jkn@rwaa.us

518-346-0225

Laboratory Project Manager

EnviroTest Laboratory

Ronald Bayer

845-562-0890
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Project and Task Management
RI/FS Project Manager RI'FFS Technical Lead
Jim Quadrini, P.E., BCEE Torm Schadt
Risk Assessment
RI Manager Safety Manager FS Manager Task Managers
James Keithly Chris Torell, P.G. Paul LaRosa, P.E. David Glaser, Ph.D.
Linda Logan, Ph.D. (ERA)
Taku Fuji, Ph.D. (HHRA)
Chemistry Technical Data Validation
Project QA Coordinator Project Chemist Resource Coordinator
Leslie McKee Joy Dunay Beth Lamoureaux Delaney Peterson
Data Management Historical Data
Task Manager Review Task Manager
Mark Meyers, Ph.D. Keith Pine, R.G.
Field Management
POSO Field Manager Field Office Coordinator
Chris Torell, P.G. James Keithly Karen Yanasak
Field Team Leaders
David Gillingham Amy Corp Calvin Douglas Joy Dunay
Adam Gale Ben Howard Jason Kase Mark LaRue
Margaret Murphy, Ph.D.  Chris Pelrah Delaney Peterson Joe Pursley
Jim Ryan Jim Shannon Charlie Szablewski  Joe Vosolin
Chris Yates
Field Staff
Various
Subcontractors
Field and Laboratory Subcontractors
Figure 2-1
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3 MOBILIZATION ACTIVITIES

The following activities will be performed to mobilize for the Phase 1 Field Program:

e Establishment of field facility

e Procurement of subcontractors, materials, and equipment

e Procurements of permits

o Identification of potential utility or other hazards within Study Area
e Surveying of control points for hydrographic and aerial surveys

e Establishment of staff gauges at control points

3.1 Establishment of Field Facility

Prior to the initiation of RI/FS Field Programs, a field facility will be established at a location
with water access to the Study Area. This water access will include access to the water with
either a dock, ladder or stairs where personnel can embark and disembark boats to be used
for surveys and sampling, load and unload equipment, load sample containers, and unload

samples.

The field facility will include an office with electricity, air conditioning, heat, telephone, and
computer cable access. In addition to the office, the field facility will include an area
appropriate for processing samples and a separate trailer or other similar area for secure
storage of supplies (e.g., core liners, sample containers, and field measurement instruments).
The Phase 1 RI Field Program includes the archiving of sediment samples for future chemical
analysis. The field facility may have a freezer of adequate size to archive the Phase 1 RI Field
Program samples. Alternatively, arrangements may be made at a secure off-site location for

archiving samples.

During the Phase 1 RI Field Program, IDW, including portions of sediment samples not
submitted for analysis, decontamination fluids, and PPE will be generated. This IDW will be
containerized in properly labeled 55-gallon Department of Transportation (DOT) approved

drums prior to disposal at an appropriate waste disposal facility (see SOP NC-15 —
Investigation-Derived Waste [IDW] Handling and Disposal). The field facility will include a

secure space for temporary storage of these drums.
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3.2 Procurement of Subcontractors, Materials, and Equipment

Implementation of the Phase 1 RI Field Program will require the procurement of
subcontractors. As described in Section 1.6, each subcontractor, will possess the training
required by the HASP (Anchor QEA 2011a) including the environmental training (e.g.,
HAZWOPER).

Subcontractors required for the field program include:

e Marine utility locator

e Laboratories

e Boat operators

e Subsurface sediment core collection

e Hydrographic surveyor

e Aerial surveyor

e Land-based surveyor

o Current meter installation and equipment servicing and maintenance
e Sedflume sample collector and Sedflume laboratory for analysis

e IDW transport and disposal

All subcontractors will have experience with performing the specified work and have

current licenses, where appropriate.

The marine utility locator subcontractor will be required to perform a survey of the
underwater utilities in the Study Area. The subcontractor selected to perform this work

must meet the following qualifications:

e Demonstrate experience in locating utilities and other obstructions in urbanized
waterways

e Have equipment necessary to identify any potential underwater utilities or
obstructions

e Have captains and crew with proper training/licensing (e.g., U.S. Coast Guard [USCG]
licensing and OSHA certification)

o Be capable of providing reports of surveys, processed data, and tables identifying and

explaining utilities and obstructions.
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Laboratory subcontractors will be required to perform chemical and physical analyses of
media samples collected during the Phase 1 RI Field Program. The laboratories selected to

analyze these samples must meet the following qualifications:

e Possess current certification from the National Environmental Laboratory
Accreditation Program (NELAP) for the parameter/method/matrix combinations

e Possess current certification in the state in which the laboratory is located (New York
State Department of Health [NYSDOH] certification is preferred, but not required)

e Demonstrate experience with complex matrices in urban waterway environments

o Adhere to the QC procedures, detection and reporting limits, and control limits in the
QAPP (Anchor QEA 2011b) and the published methods referenced in the QAPP

e Have the capacity to meet reasonable turnaround times for providing results based on
industry standards and RI/FS requirements

e Be capable of providing an Electronic Data Deliverable (EDD) in Earthsoft’s
Environmental Quality Information System (EQuIS) four-file forma modification for
incorporation into Anchor QEA’s database

e Have in place a structured and documented management system describing the
policies, objectives, principles, and organizational authority and responsibilities that
ensure quality work and must meet the requirements of the national consensus
standard, ANSI/ASQC E4-1994 (ANSI/ASQC 1994), Specifications and Guidelines for
Environmental Data Collection and Environmental Technology Programs and
NELAP; this includes an independent QA program that reports directly to the
laboratory senior management and incorporates a closed-loop corrective action

system

Boat subcontractors will be required to implement the field activities during the Phase 1 RI
Field Program. The boat subcontractors selected to perform this work must meet the

following qualifications:

e Demonstrate experience working in highly urbanized waterways and in varying
water depths
e Have boats, crew, and equipment to be used for surface sediment, sediment core, and

surface water sampling; tidal surveys; ecological sampling and surveys; and current
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meter deployment as necessary to complete the work identified in the RI/FS Work
Plan

Have captains and crew with proper training/licensing (e.g., USCG licensing and
OSHA certification)

Operate boats in compliance with USCG regulations. After consultation with the
field team staff, boat subcontractors are expected to provide a float plan, including the
estimated schedule for completing the designated sampling locations and travel routes
of operational vessels, to the Field Team Leader

Have effective systems in place for navigational data processing and deliverables

The subsurface sediment core collection subcontractor will be required to operate the

vibracore sample apparatus in conjunction with the field team staff. The subcontractor

selected to perform this work must meet the following qualifications:

Demonstrate experience with collecting cores from urban waterway environments
with successful recovery
Ability to collect cores to the required penetration depth

Boat operation qualifications as describe above

The hydrographic survey subcontractor will be required to perform the bathymetric, side-

scan sonar, and magnetic surveys of the Study Area. The subcontractor selected to perform

this work must meet the following qualifications:

Demonstrate experience in urbanized waterways and in varying water depths
Have boat, crew, and equipment to be used for the bathymetric, side-scan sonar, and
magnetic surveys as necessary to complete the work identified in the RI/FS Work
Plan

Have captains and crew with proper training/licensing (e.g., USCG licensing and
OSHA certification)

Perform work in accordance with the United States Army Corps of Engineers
(USACE) Hydrographic Survey Manual EM 1110-2-1003, dated January 1, 2002 for
Navigation and Dredging Support Surveys for Soft Bottom Materials

Use control points established by land-based surveyor subcontractor (as described
below)
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Be capable of providing reports of surveys, processed data, and tables identifying and

explaining observations of interest

An aerial survey subcontractor will be required to perform the low-angle aerial survey of the

Study Area. The subcontractor selected to perform this work must meet the following

qualifications:

Have aircraft, staff, and equipment to be used for the low-angle aerial survey

Have captains and crew with proper training/licensing

Comply with survey methodology requirements including direction, coverage, and
angle of imagery

Be capable of capturing images that meet pixel requirements and assign images to
New York State Plane coordinates, using the 1983 North American Datum (NAD83
using NYLI)

Provide the applicable coordination with federal agencies for clearance to perform
survey efforts.

Provide deliverables including a survey report, processed imagery, and shape files of

the photographs taken

A land-based surveyor subcontractor will be required to establish control points for

hydrographic and aerial surveys. The subcontractor selected to perform this work must meet

the following qualifications:

Be a New York State-licensed surveyor

Be capable of establishing the horizontal coordinates and elevations of base stations
and surface water gauge stations relative to the North American Vertical Datum 1988
(NAVDS8S) and all horizontal coordinates relative to NAD83 using NYLI.

Be capable of establishing control points

Have previously conducted similar surveys near the Study Area

A specialty subcontractor will be required to install, maintain, and service current meters at

five locations throughout the study area. The subcontractor selected to perform this work

must meet the following qualifications:

Demonstrate experience in urbanized waterways and in varying water depths
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e Have boat, crew, and equipment to be used for the current meter and data collection
as necessary to complete the work identified in the RI/FS Work Plan including
acoustic Doppler current profilers (ADCP) and optical backscatter detectors (OBS)
nephelometers integrated with conductivity, temperature, and depth

e Have captains and crew with proper training/licensing (e.g., USCG licensing and
OSHA certification)

e Operate boats in compliance with USCG regulations. After consultation with the
field team staff, boat subcontractors are expected to provide a float plan, including the
estimated schedule for completing the designated sampling locations and travel routes
of operational vessels, to the Field Team Leader

e Have effective systems in place for navigational/current meter data processing and

deliverables

A specialty subcontractor will be required to collect the samples for and to conduct the
Sedflume analyses of sediment stability. The subcontractor selected to perform this work

must meet the following qualifications:

e Demonstrate experience with collecting cores from and performing sediment stability
analyses of urban waterway environments

e Have the required equipment to perform the sediment stability analyses

A specialty subcontractor will be required to transport and dispose of IDW including
portions of sediment samples not submitted for analysis, decontamination fluids, PPE, and
other potentially contaminated material. The subcontractor selected will be responsible for
providing properly labeled 55-gallon DOT-approved drums, generating manifest
documentation, and transporting drums to appropriate disposal facilities. The subcontractor

selected to perform this work must meet the following qualifications:

e Have the training required by the HASP (Anchor QEA 2011a) including the
environmental training (e.g., HAZWOPER) for the proper handling and
transportation of disposal of IDW

e Demonstrate familiarity with proper DOT procedures for container labeling and

transportation of drums to appropriate disposal facilities
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During the course of implementing the Phase 1 RI Field Program, the need for other
subcontractors may be identified. When necessary, these subcontractors will need to
demonstrate that they have the equipment necessary to perform the required work,
experience performing the work in urban areas, capacity to perform required work, and the

appropriate licenses, if any, required to perform the work.

Implementation of the Phase 1 RI Field Program will also require the procurement of various
materials and equipment including office supplies, health and safety PPE, health and safety
monitoring equipment, log books, field computers, equipment and personnel
decontamination supplies, field sampling and processing supplies (e.g., bowls, spoons,
cameras), ice, equipment calibration supplies, and shipping supplies. These supplies will be
procured prior to the initiation of field activities and periodically during the implementation
of the field work.

3.3 Procurement of Permits

Per 40 CFR 300.400, CERCLA response actions are exempted by law from the requirement to
obtain federal, state, or local permits related to any activities conducted completely within
the established CERCLA site. Therefore permits are not required to conduct sampling during
the RI/FS field programs within the Study Area. However, this exemption does not
eliminate the requirement to meet (or waive) the substantive provisions of permitting
regulations that are applicable or relevant and appropriate requirements (ARARs). Specific

notifications identified for the Phase 1 RI Field Program are summarized in Table 3-1.

3.4 Identification of Potential Utility or Other Hazards in Navigation Channel

According to the New York State Department of Transportation (NYSDOT) there are
approximately 15 pipelines, 15 submarine cables, and 1 tunnel that cross Newtown Creek
(NYSDOT 2005). State law requires that a utility clearance be performed prior to initiation
of any subsurface work. This requirement also applies to work on water where there may be
submerged utilities. To request a mark-out of natural gas, electric, telephone, cable
television, water, and sewer lines for the Study Area, contact Underground Utilities 811 or
New York City Long Island One Call Center at 800-272-4480.
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In addition to One Call, a detailed search of underground utilities in the Study Area will be
conducted. As part of this process, a Freedom of Information Act (FOIA) request will be
submitted to USACE to identify submerged permitted utilities running along and underneath
the Study Area. An underwater utility locating firm will also be procured to identify

underwater utilities.

A magnetometer survey will also be conducted of the Study Area. The results of this survey
may also assist in the identification of utility crossings and identify obstructions that may
require relocation of samples or other adjustments to the field sampling program.
Additionally the shoreline assessment will be used to identify utility crossings that are
identified along the shoreline. Based on the results of the One Call, FOIA request,
underwater utility locating firm data, magnetometer survey, and shoreline assessment,
specific utilities identified will be contacted via telephone to confirm the presence or absence
of utilities and to obtain any additional information from the respective companies including
as-built engineering drawings or other documentation. Work will not begin until the
required utility clearances have been performed and utility crossing have been identified,
confirmed, and mapped. All sediment sampling stations will then be reviewed in relation to
utility locations and relocated or adjusted in coordination with USEPA. To be conservative,
stations for sediment sampling will be at least 30 feet vertically or at least 50 feet horizontally

from any utilities or related infrastructure.

The One Call utility mark-outs include a 10-day expiration date beyond which the mark-out
is not valid unless markings are preserved. One Call utility marking will be preserved in the
field by surveying with DGPS. Subsurface sediment collection occurring 6 months after the

mark-out and USACE crossing review will require an update of the One Call utility mark-

outs and an update of utility crossing review with the USACE.

3.5 Surveying of Control Points for Hydrographic and Aerial Surveys

Control points will be required for the hydrographic and aerial photography surveys. Four
control points will be installed by a licensed New York State surveyor. Horizontal
coordinates and vertical elevations of the control points will be established. Elevations will

include ground surface and top of control point elevations for each control point. All
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vertical measurements will be surveyed relative to the NAVD (NAVDS88), and all horizontal
coordinates will be measured relative to New York State Plane coordinates, NAD83 using
NYLIL

3.6 Establishment of Staff Gauges at Control Points

Accurate water levels will be required for all on-water sampling activities so that samples can
be correlated to accurate elevations. Water levels will be measured at staff gauges established
at two of the four control points, near the mouth of Newtown Creek and toward the
headwaters of the Study Area. These staff gauges will be surveyed for location and elevations
with the control points. Each staff gauge will include a 4-inch-wide staff board, marked at
every foot, tenth of a foot, and 0.02 of a foot for manual visual measurements of water level
elevation. Staff gauges will be mounted to a piling or structure at the two control points so
that water levels indicated by markings on the tide board can be visually observed from the
water. The tide boards will be installed such that markings correspond to surveyed
elevations determined at each location. Pressure transducers will be installed in a stilling
well for electronic measurements of water level elevations at each location. Stilling wells
will consist of a perforated PVC pipe mounted to a piling or structure such that the pressure
transducer installed within the pipe remains submerged throughout all tidal cycles. Pressure
transducer depths will be calibrated at each activation period to the surveyed elevation at the
top of the stilling well at the time of installation. Pressure transducers will be activated

during the period of each field sampling activity.

Field Sampling and Analysis Plan October 2011
Newtown Creek RI/FS 46 110782-01.01



Table 3-1

Notification Requirements

Review/
Approval Aerial Surface Water Ecological Habitat Boat-Based
Time Hydrographic | Photography Shoreline Air Sediment and Monitoring/ Current Meter Survey and Shoreline Habitat Land-Side Habitat
Permit/Notification Required Surveys Survey Assessment | Monitoring | Sedflume Sampling Sampling Deployments Biological Evaluation Survey Survey
10
US Coast Guard Vessel Traffic .
i T business X X X X X X X X
Service Notification Letter
days
) 1-7
Homeland Security .
business X X X X X X X X
Notification
days
) 4
New York City One-Call Mark- .
o business X X
out Notification
days
For most
Bridge Notifications bridges, 2 X X X X X X X X
—4 hours
Notes:
Hydrographic surveys include bathymetric, side-scan sonar, and magnetic surveys.
Sediment and Sedflume Sampling includes surface sediment sampling, subsurface sediment sampling, and sedflume sampling.
Ecological Habitat Survey and Biological Evaluation includes a benthic community survey and a fish community survey.
Field Sampling and Analysis Plan October 2011
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4 BATHYMETRIC, SIDE-SCAN SONAR, AND MAGNETIC SURVEYS

This section describes the procedures that will be followed to perform the bathymetric, side-

scan sonar, and magnetic surveys.

4.1 Overview

Purpose. The purpose of the bathymetric, side-scan sonar and magnetic surveys is to:

1. Establish the bottom topography and depths for modeling domain

2. Locate obstacles (including utilities) or other impediments that may require refining
of sampling locations

3. Assist in the evaluation of sediment depositional history and stability

4. Evaluate scour and depositional zones for the ERA

5. Evaluate the location and size of sediment mounds and deltas at outfalls

This information will be used for various purposes during the RI, including revising the
CSM, adjusting sample locations, performing hydraulic analyses and associated computer

modeling, performing contaminant fate and transport modeling, and conducting the ERA.

Existing Data Review. Bathymetric information is available for portions of the Study Area
from the work conducted during the Operable Unit 6 (OU6) RI, from the draft City-Wide
Long Term CSO Control Planning Project, Newtown Creek, Waterbody/Watershed Facility
Plan Report (NYCDEP 2007), from the Joint Application for the Water Pollution Control
Plant Maintenance Dredging of Newtown Creek and Whale Creek Canal (NYCDEP 2009),
and from the USACE 2009 survey (USACE 2009). These surveys have been performed with
varying methodologies in various portions of, but not the whole, Study Area. Side-scan

sonar and magnetic surveys of the Study Area are not available.

Data Gap Assessment Relative to CSM. Based on review of available data, there are data gaps
for detailed bathymetric survey data along portions of the Study Area and for side-scan sonar
data and magnetic survey data along the entirety of the Study Area. In order to continue to
refine the CSM, bathymetric, side-scan sonar and magnetic data will be required along the

entirety of the Study Area.
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Summary of Work to be Performed to Close Data Gaps. Data gaps will be addressed through
obtaining and evaluating existing data and supplementing the existing data with new

bathymetric, side-scan sonar, and magnetic surveys.

The following activities are included in the bathymetric, side-scan sonar, and magnetic

surveys task:

o Existing Data Review — Compilation of existing surveys of the Study Area to evaluate
and summarize their quality, extent, and applicability for use

e Bathymetric Survey — Completion of a bathymetric survey of the entire Study Area

e Side-Scan Sonar Survey — Completion of a side-scan sonar survey of the entire Study
Area

e Magnetic Survey — Completion of a magnetic survey of the entire Study Area

Figure 4-1 presents an example of the conceptual hydrographic survey lines for a portion of
the study area. These survey lines may be changed in the field based on field conditions at

the time of the surveys and based on the equipment used to perform the surveys.

Because the sediments within the Study Area are enriched in organic matter and, as a result,
contain gas bubbles, sub-bottom profiling will not be part of this survey. The gas content in
sediments reduces the effectiveness of sub-bottom profiling by prohibiting acoustic signal

penetration, absorbing or scattering most of the acoustic energy back to the surface (USEPA
1994).

4.2 Procedures

This section describes the procedures that will be followed to perform the bathymetric, side-
scan sonar, and magnetic surveys. These surveys will be conducted in accordance with the
methods described in the USACE EM 1110-2-1003, “Hydrographic Surveying,” dated January
1, 2002. All of the tasks described in this section will be documented and this
documentation will be stored in the project files as described in the DMP (Anchor QEA
2011c¢).
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4.2.1 Existing Data Review

Available bathymetric, side-scan sonar, and magnetic survey data for the Study Area will be
reviewed and summarized by collection date, spatial extent, and methodology. When
available, these data will be stored in the project files in electronic georeferenced format.
Other data will be stored in the available electronic format and paper copies of surveys will
be scanned for storage in Portable Document Format (PDF). Data will be stored in
accordance with the DMP (Anchor QEA 2011c). The existing data will be used along with

the data collected during the RI to evaluate changes in Study Area conditions over time.

4.2.2 Hydrographic Surveys

The bathymetric, side-scan sonar, and magnetic surveys will be completed of the Study Area
at the beginning of the Phase 1 RI Field Program. These surveys will cover the entire length
of the Study Area. These boat-based surveys will be conducted by one field team staff
member, a boat captain, and the boat crew, as needed. The boat and crew will meet project
health and safety requirements as specified in the HASP (Anchor QEA 2011a). Based on the
water depths in the Study Area, mobilization of a larger survey vessel and a flat-bottom boat
will be required. In order to obtain the required data, the survey of shoreline and shallow

areas should be scheduled around high tides.

4.2.2.1 Pre-Assessment Activities

Pre-assessment activities will be completed prior to initiating the hydrographic surveys.

These activities are summarized below.

e Ensure that required permits and notifications for the work within the Study Area
have been submitted and approved for the day’s activities (see Table 3-1)

e Review of HASP (Anchor QEA 2011a) for potential hazards, appropriate PPE, and
safety meetings to be conducted prior to and during the hydrographic surveys

e Check tide charts for water level conditions for the survey period and developing an
appropriate schedule to ensure the survey is complete

e Check and document on daily logs weather conditions for the 72 hours prior to the
shoreline assessment to determine if observations of water discharges made during
the hydrographic surveys are occurring under dry weather or wet weather conditions

e Prepare a daily float plan that lists a plan for communication between the land-side
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and boat-based field team staff and the area to be surveyed
e Check that the water level pressure transducers are working properly, by connecting
each water level pressure transducer to a computer and checking operation and

recently collected data in accordance with manufacturer’s directions

4.2.2.2 Assessment Activities

On each day of the surveys, the designated field team staff will check in with the Field Team
Leader to confirm the schedule and location to be surveyed and collect the appropriate
communications equipment. In addition to the daily safety meeting conducted by the POSO,
a health and safety meeting will be performed by the boat captain prior to boarding the boat.
Prior to leaving the dock, the POSO or a designee will confirm that the captain has
completed an inspection of the boat, including an inventory of required safety gear (i.e.,
personal floatation devices and radios), has conducted a communications check, and has filed

a float plan.

During the hydrographic surveys, and other on-water activities, a visual survey will be
performed of the shoreline for intertidal shoreline seeps (fluid emerging from the shoreline),
overland flow locations, flow from outfalls and other pipes discharging to the Study Area,
estimates of rates of discharge, visual signs of impacts (sheens, color, and solids) and the
presence of floatables. The objective of this survey is to identify significant contributors of
water discharges to the Study Area that may be sampled as opportunistic water samples
during the Phase 1 RI Field Program (see Section 10.2.4). Locations for the collection of
these samples will be identified based on the results of these visual surveys and will be
documented in a Field Modification Form submitted to USEPA. More extensive sampling of

water discharges to the Study Area is planned for the Phase 2 RI Field Program.

Also during the hydrographic surveys, and other on-water activities, recreational, industrial,
and ecological use of the Study Area will be documented in photographs and in the field log
book. The types of potential recreational activities that the field team staff will look for will
include kayaking or other non-commercial water craft on the water, scuba divers, fishing
from on the water or from the shore, and crabbing along the shore. The types of industrial

use on the Study Area include loading and unloading of barges, moored boats, and boat
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traffic. As part of the ecological evaluation, the field team staff will make observations of

flora and fauna.

Bathymetric Survey. Due to the shallow depth of the Study Area, which prevents the use of
a multi beam survey system over much of the Study Area, the bathymetric survey will be
conducted using a single beam survey system. Transect spacing will be sufficient close to
provide data at approximately 10-foot spacing. The bathymetric survey will be conducted
along longitudinal (i.e., shore-parallel) transects approximately 20 feet apart throughout most
of the survey area. These longitudinal transects will be augmented by shore-perpendicular

“cross-tie” transects spaced approximately 200 feet apart.

Survey equipment to be used includes an integrated hydrographic survey system consisting
of a personal computer (PC)-based data collection and navigation system, fathometer, 208
kilohertz (kHz; nominal), transducer, and Differential Global Positioning System (DGPS)
positioning capable of on-the-fly sub-meter horizontal accuracy. The navigation system
shall calculate XY positions in the required grid system and provide a steering display for the
vessel operator. The DGPS will be interfaced with hydrographic data acquisition software to
depict the progress of the survey using georeferenced base maps to ensure that the entire

survey area is adequately ensonified.

The survey will be performed at a horizontal accuracy of 1 foot and a vertical accuracy of
approximately 0.1% of the water depth with a resolution of 0.1 foot. System accuracy will be
checked before and after the survey using the “bar check” method at depths beneath the
echosounder’s transducer of 5, 10, and 20 feet below the water surface. Digital soundings
will be compared to these absolute depth values to ensure that accurate deployment
parameters have been used. Additional calibrations will be conducted in-situ twice per day
by collecting water column profiles of sound velocity. Sound velocity in water can be
determined based on measurements of temperature and salinity. The calculated sound

velocity profiles will be used to adjust raw soundings. All calibrations will be recorded.

Measured depths will be converted to NAVD88 bottom elevations based on water level
elevation and gradient data recorded using a pair of time-synchronized pressure transducers

installed at control points established at opposite ends of the survey area (see Section 3.5).
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These transducers will be used to correct the soundings for tide height or time gradients that

may occur over the length of the waterway.

Navigation for the surveys will be accomplished using a DGPS and compass so that a
horizontal accuracy of 0.6 meters (95% confidence interval) is achieved. The DGPS and the
echosounder will be interfaced to a shipboard computer running HYPACK® hydrographic

surveying software, or the equivalent.

Side-Scan Sonar Survey. The side-scan sonar survey will be conducted concurrent with the
bathymetric and magnetic surveys. The surveys will be conducted along longitudinal (i.e.,
shore-parallel) transects. A 100% bottom search with 200% bottom coverage for all
accessible portions of the Study Area will be required. Survey equipment to be used includes
an integrated hydrographic survey system consisting of a PC-based navigation system, a side-
scan sonar towfish operator using a combination of 100 and 500-kHz signals and various
range settings to optimize the system configuration to suit actual field conditions, and data
acquisition software. Precise measurements of towfish layback will be recorded to obtain an
accurately georeferenced sonar mosaic and other imagery in real time. The altitude of the
towfish will be maintained at no greater than 20% of the range setting unless justified by
navigational hazards or debris, in which case, the altitude and duration will be documented

at the time of the survey.

The reported accuracy of the locations and dimensions of identified sonar contacts greater
than 1 meter in any dimension will be quantified and accompanied by a quantified statement
of uncertainty (with regards to position and dimension). The nature of each identified
contact will be described and incorporated into a Geographic Information System (GIS)

database accompanied by position and object measurements.

Magnetic Survey. The magnetic survey will be conducted concurrent with the bathymetric
and side-scan sonar surveys. The magnetic survey will be used to determine the locations of
ferrous objects in the waterway. The surveys will be conducted along longitudinal (i.e.,
shore-parallel) transects. The magnetic data will be collected using a system capable of at
least a 1 hertz (Hz) digital output and 0.2 nanotesla (nT) resolution. The magnetometer

altitude will not exceed 5 meters off the bottom during data collection. The magnetic sensor
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will be towed at least 1.5 to 2 times the survey vessel length away from the vessel to avoid
field interference. The location, magnitude, and signature characteristics of all identified

anomalies will be recorded.

4.2.3 Equipment Decontamination

Survey equipment will be in contact with Study Area media and, therefore, will require
decontamination. Decontamination of the equipment will be performed in accordance with

the procedures described in SOP NC-02 — Equipment Decontamination.

4.2.4 Investigation Derived Waste

IDW will not be generated during the performance of the surveys. However, IDW will be
generated during equipment decontamination. This IDW will be temporarily stored at the
field facility and disposed of following the procedures described in Section 15 of this FSAP
and SOP NC-15 — Investigation-Derived Waste (IDW) Handling and Disposal.

4.2.5 Standard Operating Procedures
The following SOPs, which include sample data collection forms as applicable, are relevant

to this activity:

e NC-01 - Field Records
e NC-02 - Equipment Decontamination
e NC-15 - Investigation-Derived Waste (IDW) Handling and Disposal

4.2.6 Materials and Equipment

The materials and equipment that may be required to complete these procedures is provided
in Table 4-1.

4.3 Data Processing, Evaluation, and Management

Data collected during the bathymetric survey, side-scan sonar survey, and magnetic survey
will be stored in the project files and will be used to develop GIS layers with relative water
depths converted to bottom elevations accurate to 0.1 foot in the NAVD88 and horizontal
position accurate to 1 foot in the NAD83 using NYLI. Magnetic surveys will be processed
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and stored digitally in the project files and will be used along with utility clearance

information to adjust sample locations, if necessary.

Bathymetric survey data will include bathymetry data in electronic format (ASCII X,Y,Z)
and bathymetry contours at 1-foot intervals plotted in hardcopy (1 inch = 200 feet scale) and
in digital AutoCAD-compatible and ArcView GIS-compatible formats. Side-scan sonar
survey will include processed sonar data in georeferenced joint photographic experts group
(JPEG) formats suitable for viewing and analysis using ArcView GIS, ArcGIS Explorer,
AutoCAD, and other GIS software, and a summary table identifying and explaining features
of interest including target positions. The magnetic data will include the location,
magnitude, and signature characteristics of all identified anomalies in an electronic format
that is compatible and directly importable to ArcView GIS and a survey report that provides

an interpretation of each magnetic anomaly detected during the survey.

The data will be evaluated to adjust station locations for the sediment sample collection and
current meter placement activities and for refining ecological survey locations, as necessary.
The hydrographic data will be used in the ERA in developing the BERA Problem
Formulation. The data will also be evaluated to update the CSM and for use in the hydraulic
analysis and associated computer modeling. The results of the hydrographic surveys will be
evaluated to identify areas of sediment accumulation and loss which will assist the

contaminant fate and transport modeling.

4.4 Reporting

Upon completion of the surveys and an initial quality review by the Project QA Coordinator
or designee, the data will be compiled into summary maps with supporting text. These maps
will be included in the Phase 1 RI Data Summary Report, RI Report, and other deliverables,

as appropriate.

4.5 Schedule

The hydrographic surveys are planned to be one of the initial tasks of the RI Phase 1
investigation. These surveys are intended to be conducted prior to the sediment and surface

water sampling activities. The schedule will be dependent on weather and field conditions.
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It is anticipated that these surveys will require two months to collect, process and review the

data.
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Bathymetric, Side-Scan Sonar, and Magnetic Survey Materials and Equipment

e 30-gallon (minimum) garbage bags

e 5-10 gallon carboys to be used as satellite waste collection containers

e 55-gallon closed-top drums (Department of Transportation [DOT] approved) for
collection of liquids

e 55-gallon open-top drums (DOT-approved) with lid for collection of solids and
personal protective equipment (PPE)

e 5-gallon buckets with lids

e Acid and solvent spill kits

e Aluminum foil

e Appropriate waste disposal containers and equipment (refer to SOP NC-15 -
Investigation-Derived Waste [IDW] Handling and Disposal)

e Approved documents including:

- Remedial Investigation/Feasibility Study Work Plan (RI/FS Work Plan) (AECOM
2011)

- Health and Safety Plan (HASP) (Anchor QEA 2011a)

- Field Sampling and Analysis Plan (FSAP) (see main report)

- Quality Assurance Project Plan (QAPP) (Anchor QEA 2011b)

- Data Management Plan (DMP) (Anchor QEA 2011c)

—  Standardized forms as needed.

e Black, ballpoint pen or Sharpie® (or equivalent)

e Boat(s) adequately sized and equipped for the task and expected conditions in the
Study Area, including ground tackle, and required U.S. Coast Guard safety gear

e Bound, waterproof field logbooks

e Bristle brushes

e Bung tool to open closed-top drums

e Cell phone

e Chemical drums

e Chemical storage cabinet (meeting Occupational Safety and Health Administration
[OSHA] and National Fire Protection Association [NFPA] Code 30
specifications/Factory Manual [FM] approved)

e Clipboard

e Compass
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e Deionized (DI) "analyte-free" water

e Digital cameras

e Drum cart

e Drum wrench to tighten open-top drum lids

e Field computer (Panasonic Toughbook handheld tablet computer, or similar)
e First aid kit and PPE (refer to the HASP [Anchor QEA 2011a])

e Hand-held electronic recording device (optional)

e Ethylacetate

e High-pressure/steam cleaner (if required)

e IDW log form

e Integrated hydrographic survey system consisting of the following:

- 208 kHz (nominal) transducer

- Differential Global Positioning System (DGPS) positioning cable capable of on-
the-fly sub-meter horizontal accuracy

- Fathometer

- Personal Computer-based data collection and navigation system

¢ Joy® (or equivalent) detergent (for oily residues)

e Labels and tags

e Marine VHF (high frequency) radio

e Pallets

e Phosphate-free biodegradable detergent (e.g., Liquinox®, Alconox®)
e Plastic sheeting and duct tape

e Plastic wash/rinse buckets or tubs

e Printer/scanner

e Small (cooler-size) storage containers

e Squeeze and/or spray bottles

e Standardized field data forms (hard copy and/or electronic)
e Study Area maps

o Tap water source (any treated municipal water supply)

e Three-ring binder or equivalent

e Time piece

e Zipper-lock bags
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Bathymetric, Side-Scan Sonar, and Magnetic Survey Materials and Equipment

See the following SOPs for further details:

e NC-01 Field Records
e NC-02 Equipment Decontamination
e NC-15 Investigation-Derived Waste (IDW) Handling and Disposal
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5 AERIAL PHOTOGRAPHY SURVEY AND SHORELINE ASSESSMENT

This section describes the procedures that will be followed to perform the aerial photography

survey and shoreline assessment.

5.1 Overview

Purpose. The goal of the aerial photography survey and shoreline assessment is to document
the physical characteristics of the Study Area shoreline. These activities will also support the
identification of upland sources of loadings to the Study Area; evaluate the presence,
absence, and general condition of bulkheads along the Study Area; identify access points to
the Study Area from the shoreline; and be used in the habitat survey and biological
evaluation portion of the ERA process to identify potential bird and mammal habitat at or
near the shoreline (see Section 12 for additional details on the habitat identification effort)

and the presence of wetlands.

Existing Data Review. There are publicly available historical and current aerial photographs
of the Study Area. These photographs are not of the quality or at the proper orientation to
meet the goals of this task. Additionally, comprehensive shoreline assessments have not

been identified.

Data Gap Assessment Relative to CSM. An aerial photography survey represents a data gap.
In order to best develop the CSM, high resolution, low-angle oblique aerial photography of
the entire Study Area at low tidal elevations will be necessary. The shoreline assessment

represents a data gap, as well.

Summary of Work to be Performed to Close Data Gaps. The data gaps will be addressed by
obtaining and evaluating existing photographs and supplementing existing data with a low-
angle aerial photography survey and by performing a shoreline assessment. The following

activities are included in the aerial photography survey and shoreline assessment:

o Existing Data Review — Review of existing basemaps, GIS layers, and aerial
photographs of the Study Area to evaluate and summarize their quality, extent, and
applicability for use during the shoreline assessment and boat-based and land-side

ecological surveys
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e Aerial Photography Survey — Completion of an oblique aerial photography survey at
or near low tide at the beginning of the Phase 1 RI Field Program to develop/expand
the aerial photography coverage of the shoreline

e Shoreline Assessment — Completion of a boat-based shoreline assessment at or near
low tide at the beginning of the Phase 1 RI Field Program to verify existing data and
to develop/expand the GIS spatial database of shoreline type and features

5.2 Procedures

This section describes the procedures that will be followed to perform the aerial photography
survey and shoreline assessment. All of the tasks described in this section will be
documented and stored in the project files as described in the DMP (Anchor QEA 2011c).
During shoreline survey activities, field conditions will also be documented. Field notes will
be maintained in a log book, on the Daily Activity Log (see SOP NC-01 — Field Records for

sample form), and on data collection forms.

5.2.1 Existing Data Review

Publicly available basemaps of the Study Area and surrounding areas (USGS quadmaps,
National Oceanic and Atmospheric Administration [NOAA] navigational charts, Federal
Emergency Management Agency [FEMA] floodmaps, and the 1974 Tidal Wetland maps) will
be reviewed as an initial step in the aerial photography survey and shoreline assessment.
These data will be catalogued and summarized to indicate publication date, resolution, and
extent of coverage. In addition to basemaps, publicly available GIS layers of shoreline
features will also be reviewed and summarized. These data may include features relevant to
determining potential upland sources, pipe discharges, structural features of the Study Area

(including utility crossings, bridges, and bulkheads), and the presence of wetlands.

Historical and recent aerial photographic images of the Study Area will also be reviewed as
part of the existing data review. These images will be catalogued and summarized to indicate

date collected, resolution, relative tidal state, and coverage extent.

Relevant results from the basemap, GIS, and aerial photography review will be compiled into

a comprehensive GIS-based mapbook of the Study Area for use during the shoreline
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assessment and surveys. The mapbook will be organized to present specific sections of the
Study Area (length to be determined) and serve as a guide for identifying data gaps for the
shoreline assessment. The mapbook will be updated as new information, e.g., aerial

photography survey, is obtained.

5.2.2 Aerial Photography Survey

An aerial photography survey will be performed by a subcontractor following the procedures
described in this section. Depending on the subcontractor selected for this survey, changes
to these procedures may be necessary and will be documented as described in Sections 1.7
and 1.8.

The aerial photography survey will consist of a survey along the length of Newtown Creek
and its tributaries and will include the Study Area banks to a distance of 50 feet from the low
tide shoreline. The aerial photography will be performed at an altitude of 1,000 feet above
the ground surface. It will be conducted within one hour of low tide to maximize the
exposed shoreline and between the hours of 10:30 am and 1:30 pm to minimize shadows.
The black and white aerial photography will be obtained using low altitude/high accuracy
photography. The aircraft used for the aerial photography survey will be properly equipped
and will comply with all Federal Aviation Administration (FAA) and Civil Aeronautics
Board (CAB) regulations. The crew will contact the local aircraft control towers to
coordinate the flight paths. A land-based surveyor subcontractor will be required to establish
control points for the hydrographic and aerial surveys and requirements as outlined in

Section 3.2.

Horizontal and vertical control for the survey will be established using global positioning
system (GPS) satellite receivers. Four survey-control points, two on either side of the Study
Area and located spatially along the Study Area, will be established. These control points
will be located so that they can also support the hydrographic surveys (see Section 3.5). In
addition to control points, targets will be set at specified intervals on the ground adjacent to
the Study Area and along adjacent roadways. The elevations on these targets will be derived
by a combination of GPS and differential leveling procedures. Using these control points and

targets horizontal positions will be calculated, checked and adjusted into the New York State
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Plane Coordinate System of NAD83 using NYLI. The vertical control will be adjusted to
elevation reference of NAVDS88.

Digital Terrain Modeling (DTM) procedures will be used to evaluate the aerial photographs
for shoreline features. Break lines will be identified including pavement edges, edge of paved
shoulders, curb lines, lane lines, tops and toe of slopes, tops and bottoms of ditches, water
lines and other observed features. Using the photography, break lines and elevations will be
digitized by the subcontractor along the bottom and top of the banks of the Study Area and
on the road surfaces. The planimetric features will be digitized directly at 1 inch equals 30
feet by photogrammetric methods. The accuracy for the mapping extending to the project
limits will be consistent with accuracy requirements for 1 inch equals 30 feet mapping as
specified by NYSDOT Land Surveying Standards and Procedures Manual (NYSDOT 2009).
Within accuracy requirements the 1-foot contours will be generated to represent true
elevation above mean sea level and the exact shape of the ground. Elevations will be read
photogrammetrically on bridge deck at deck joints and any other specified surface features.

The contour lines will be shown as solid lines and labeled as necessary for map clarity.

The digital file will contain all land use features within the limits of the survey, such as
Newtown Creek and its tributaries, shoreline type, buildings, roads, railroads, billboards,
poles, parking lots, sidewalks, signs, catch basins, manholes, trees, etc., visible on or
interpretable from the aerial photography. These features will all be digitized on a separate
Computer-Aided Drafting and Design (CADD) layer with the appropriate symbol and line
type. Those features located flush with the ground, such as outfall pipes, manholes, valves,
and surface evidence of utilities, etc., will be digitized into the base mapping, where visible.
Those features not visible in the photography (such as, manholes, inlets, pipes, junction
boxes, posts, guide rails, etc.) will be located by conventional survey methods during
supplemental surveys then added to the CADD file on the appropriate layer. Supplemental
surveys will be limited to the Study Area and include dimensions of bridge openings and the
low chord elevation at the bridge fascia. No locations will be obtained below structures.
Field and photogrammetric data will be added to the CADD file. All photogrammetry
mapping will conform to the geodetic control standards and specifications in the NYSDOT
standards (NYSDOT 2009).
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5.2.3 Shoreline Assessment

A boat-based shoreline assessment will be completed of the Study Area at or near low tide at
the beginning of the Phase 1 RI Field Program. This assessment will cover the entire length
of the Study Area. A schedule for the shoreline assessment will be developed based on
occurrence of low tide; the assessment will only be conducted three hours before and after
low tide. The shoreline assessment will be conducted by two field team staff, a boat captain
and the boat crew, as needed, working from a boat. The boat and crew will meet project
health and safety requirements as specified in the HASP (Anchor QEA 2011a).

During the shoreline assessment and other on-water activities, a visual survey will be
performed of the shoreline for intertidal shoreline seeps (e.g., fluid emerging from the
shoreline), overland flow locations, flow from outfalls and other pipes discharging to the
Study Area, estimates of rates of discharge, visual signs of impacts (e.g., sheens, color, and
solids) and the presence of floatables. The objective of this survey is to identify significant
contributors of water discharges to the Study Area that may be sampled opportunistically
during the Phase 1 RI Field Program (see Section 10.2.4). Locations for the collection of
these samples will be identified based on the results of the visual surveys and will be
documented in a Field Modification Form (see SOP NC-01 — Field Records) submitted to
USEPA. Opportunistic samples may be collected during the shoreline assessment; samples
would be collected in conformance with the field modification process described in Section
1.7. More extensive sampling of water discharges to the Study Area is planned for the Phase
2 RI Field Program.

Also during the shoreline assessment and other on-water activities, recreational, industrial,
and ecological use of the Study Area will be documented. The types of potential recreational
activities that the field team staff will look for will include kayaking or other non-
commercial water craft on the water, scuba divers, fishing from on the water or from the
shore, and crabbing along the shore. The types of industrial use on the Study Area include
loading and unloading of barges, moored boats, and boat traffic. As part of the ecological

evaluation, the field team staff will make observations of flora and fauna.
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5.2.3.1 Pre-Assessment Activities

Pre-assessment activities will be completed prior to initiating the shoreline assessment.

These activities are summarized below:

e Review of HASP (Anchor QEA 2011a) for potential hazards, appropriate PPE, and

safety meetings to be conducted prior to and during the shoreline assessment

e Checking tide charts for water level conditions for the survey period and developing a
schedule to ensure survey occurs at or near low tide

e Checking weather conditions for the 72 hours prior to the shoreline assessment to
determine if observations of water discharges made during the shoreline assessment
are occurring under dry weather or wet weather conditions

e Checking weather conditions for the day prior to leaving the dock and throughout
the day for changing conditions

e Preparation of a daily float plan listing a plan for communication between the land-
side and boat-based field team staff and the area to be assessed

e Obtaining final sample table for opportunistic water samples from the Project
Chemist. USEPA will be notified 2 weeks (minimum) in advance of sampling and

provided a copy of the opportunistic water sample table.

5.2.3.2 Assessment Activities

On each day of the shoreline assessment, the two designated field team staff will check with
the Field Team Leader to confirm the schedule and location to be surveyed and collect the
appropriate survey and communications equipment and the mapbook for the areas to be
surveyed. Sample containers for opportunistic sample collection will also be loaded onto the
boat (with collection and analysis performed in conformance with the field modification
requirements as described in Section 1.7). In addition to the daily health and safety meeting
conducted by the POSO, a daily safety meeting will be performed by the boat captain prior
to boarding the boat. Prior to leaving the dock, the POSO or a designee will confirm that the
captain has completed an inspection of the boat, including an inventory of required safety
gear (i.e., personal floatation devices, and radios), has conducted a communications check,
and has filed a float plan. The field team staff will board the boat and follow SOP NC-04 —
Navigation and Boat Positioning for navigation and positioning guidance to their survey

location.
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Data will be collected with an external Trimble GeoXH GPS receiver capable of sub-foot

accuracy. Descriptive attributes of shoreline features will be captured including:

Shoreline type (e.g., riprap, bulkhead) and condition (e.g., deterioration, cracks, seeps)
Utility crossings

Outfalls/pipes/seeps

Flowing water out of pipes or overland sheet flow

Navigational obstructions

Access points (including nature and condition)

Wetland features

Eroding banks

Vegetation

Fauna

Accumulation of floatables (waste materials floating on the water)

Sheens

Confirmation of the presence/absence of over-water features shown on the aerial
survey (e.g., piers, pilings)

Recreational use

On-water recreation

Industrial uses

Other features of note

Descriptive attributes recorded for shoreline features may include dimensions, structural

condition, material, flow, odor, and debris. The GPS program will include data entry forms

to standardize data collection, improve efficiency, and reduce post-processing requirements.

The program will be loaded with background layers identified in the data review portion of

the shoreline assessment for reference, ground-truthing, and updating. Digital photographs

of identified shoreline features will also be taken and recorded in the attribute record on the

electronic data form. If a shoreline feature or activity is not approachable by boat due to

channel conditions, safety concerns, or obstructions, a GPS offset or digitized location will be

collected instead.
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Opportunistic water samples may be collected during the shoreline survey. Should the boat-
based field team staff identify a location for an opportunistic water sample, the field team
staff will contact the Field Team Manager to consult with him on the location. The sample
would be collected using the procedures in Section 10.2.4. A decision on whether the sample
would be analyzed would be made using the field modification process described in Section
1.7.

At the end of each day of the shoreline assessment, field team staff will return assessment
and communications equipment, log forms, and field records to the field facility. Field team
staff will provide the field records to the Field Team Leader who will review the field data
collected as described in NC-01 — Field Records and the DMP (Anchor QEA 2011c). From
the field facility, the Field Team Leader will send the electronic assessment data collected

during the day to the Data Management Task Manager or a designee.

5.2.4 Equipment Decontamination

None of the equipment used for the aerial photography survey or shoreline assessment will
come in contact with Study Area media; therefore, no equipment decontamination will be
required, unless opportunistic samples are taken. If opportunistic samples are taken,
equipment decontamination will be performed following the procedures described in SOP

NC-02 - Equipment Decontamination.

5.2.5 Investigation Derived Waste

IDW from Study Area media will not be generated during the performance of the aerial
photography survey or shoreline assessment, unless opportunistic samples are taken. If
opportunistic samples are taken, IDW will be generated during the performance of the
surface water sampling equipment decontamination. PPE will also be generated as IDW and
will be temporarily stored at the field facility and disposed of following the procedures
described in Section 15 of this FSAP and SOP NC-15 — Investigation-Derived Waste (IDW)
Handling and Disposal.

5.2.6 Standard Operating Procedures

The following SOPs are relevant to this activity:
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e NC-01 - Field Records

e NC-02 - Equipment Decontamination

e NC-04 — Navigation and Boat Positioning

e NC-15 - Investigation-Derived Waste (IDW) Handling and Disposal

5.2.7 Materials and Equipment

The materials and equipment that may be required to complete these procedures are
provided in Table 5-1.

5.3 Data Processing, Evaluation, and Management

As described above, relevant results from the existing basemap, GIS, aerial photography
review, and aerial photography performed for the RI/FS will be compiled into a
comprehensive GIS-based mapbook of the Study Area for use during the shoreline
assessment. The mapbook will be organized to present specific sections of the Study Area
(length to be determined) and serve as a guide for identifying data gaps for the shoreline

assessment.

As also described above, the data collected during the aerial photography survey will be
processed by the subcontractor. The data will be archived in a digital format compatible
with Geodatabase files. Images will be delivered in Tagged Image File (TIF) or JPEG format.
These photographs, including the shoreline information, will be added to the mapbook and

will be used during the shoreline assessment.

Electronic data collection forms and GPS locations from the shoreline assessment will be sent
to the Data Management Task Manager or a designee and saved to the project files and the
field facility computer. Data collected from the shoreline assessment will be loaded into a
GIS-based spatial database. Data will be compared to previously reviewed GIS data layers
and basemaps to assess data quality and potential coverage gaps. The spatial database will be
maintained and updated with additional features identified through subsequent tasks in the
RI/FS.
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5.4 Reporting

Following review by the Data Management Task Manager, the results of the aerial
photography survey and shoreline assessment will be complied into GIS map layers with
accompanying text. These GIS layers will be included in the Phase 1 RI Addendum, Phase 1
RI Data Summary Report, RI Report, and other deliverables, as appropriate.

5.5 Schedule

Obtaining and reviewing existing data are planned to be conducted as part of initial
mobilization tasks. The aerial photography survey is intended to be conducted first followed
by the shoreline assessment which will be performed following receipt of preliminary aerial
photography. The aerial photography survey and shoreline assessment (mapping and
reconnaissance) are intended to be initial tasks conducted as part of the RI Phase 1 field
efforts and will be conducted prior to the collection of Study Area media samples. It is
anticipated that the aerial photography survey will require 10 weeks of infield activities (set
control points, fly survey, and perform supplemental surveys), including 1 week to schedule
the flight and abide by additional restrictions to fly in this area due to the airport traffic and
the requirement that the survey be accomplished at low tide and between

10:30 am and 1:30 pm.

Following the in-field activities, it will take approximately 3 weeks for the aerial survey
subcontractor to process and report the results. Once aerial photographs have been produced
for use as base maps during the shoreline assessment and for field-verification of aerial
survey interpretation, it is anticipated that the shoreline assessment will require 2 weeks of
on-water activities conducted at low tide over 1 month and 2 months to process and review
the data. The schedule for each of these activities will be dependent on weather and field

conditions.
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Table 5-1
Shoreline Assessment Materials and Equipment

e Approved documents including:

- Remedial Investigation/Feasibility Study Work Plan (RI/FS Work Plan) (AECOM
2011)

- Health and Safety Plan (HASP) (Anchor QEA 2011a)

- Field Sampling and Analysis Plan (FSAP) (see main report)

- Quality Assurance Project Plan (QAPP) (Anchor QEA 2011b)

- Data Management Plan (DMP) (Anchor QEA 2011c)

~  Standardized forms as needed.

e Assorted nautical equipment (e.g., anchors, lines, personal flotation devices)

e Black, ballpoint pen or Sharpie® (or equivalent)

e Boat(s) adequately sized and equipped for the task and expected conditions in the
Study Area, including ground tackle, and required U.S. Coast Guard safety gear

e Bound, waterproof field logbooks

e Bung tool to open closed-top drums

e Cell phone

e Clipboard

e Custom GPS program

o Differential Global Positioning System (DGPS) External Antennas (x2)

e DGPS Receivers (x2) with an accuracy of +1 foot

e Digital cameras

e Equipment user manuals

e Field computer (Panasonic Toughbook handheld tablet computer, or similar)

e First aid kit and PPE (refer to the HASP [Anchor QEA 2011a])

e Fixed water level measurement and recording gauges

e Hand-held electronic recording device (optional)

e Marine VHF (high frequency) radio

e Navigation charts (electronic)

e Pre-determined sampling coordinates/waypoints and locations figure;

e Printer/scanner

¢ Real Time Kinematic (RTK) DGPS positioning system (optional)

e Study Area maps

e Three-ring binder or equivalent
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Shoreline Assessment Materials and Equipment

e Time piece

See the following SOPs for further details:

e NC-01 Field Records
e NC-04 Navigation/Boat Positioning
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6 AIR MONITORING

This section describes the procedures that will be followed to perform the air monitoring.

6.1 Overview

Purpose. The objectives of the air monitoring program are threefold:

e To evaluate baseline concentrations of specific airborne chemicals

e To measure the level of ambient concentrations that would be experienced within the
breathing zone on or along the Study Area

e To estimate the portion of the measured concentrations that is potentially attributable

to the Study Area

Although “a release of hazardous substances to air is not observed or suspected” (Weston
2009), air sampling will also be conducted as appropriate during other field efforts to
characterize and facilitate the control of emissions arising from RI activities and to ensure
the protection of personnel performing field sampling and sample processing and the public.
Air monitoring during RI field activities is detailed in the HASP (Anchor QEA 2011a).

Existing Data Review. Available background regional air quality data will be researched and
considered for use with evaluating the RI data. NYSDEC maintains the New York State
Volatile Organic Compound Ambient Monitoring Network, which monitors VOCs across the
state (http://www.dec.ny.gov/chemical/8538.html). Several NYSDEC VOC monitoring
stations in Queens and Kings County, New York, have been identified and data from these
stations will be collected and reviewed. The stations are identified as PS 274 Kosciusko
School (800 Bushwick Ave, Brooklyn, NY 11221), College Pt. Post Office (120-07 15th Ave,
Queens, NY 11356), and PS 219 Queens College (14439 Gravett Rd., Queens, NY 11367).
Data from additional NYSDEC air monitoring stations of interest in the Queens, Brooklyn,

and Manhattan areas may be identified after further review.

A search of local meteorological stations will also be conducted to provide additional data on
wind direction and velocity near the Study Area. Initially, weather data will be examined
from three federally maintained stations in the area. These stations are Automated Surface

Observation System (ASOS) stations that are maintained by the Federal Aviation
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Administration and the National Weather Service. They are located at La Guardia Airport
(Ditmars Blvd. and 94th St , Flushing, NY, 11369), JFK Airport (JFK Expy. & S Cargo Rd.,
Jamaica, NY 11430), and Central Park (W 59th St. and Central Park West). The data will be
downloaded from Weather Underground (wunderground.com) or directly from the NOAA
National Climate Data Center (NCDC) database. Other Personal Weather Stations (PWSs)
included in the Weather Underground network exist in closer proximity to Newtown Creek,
and they will be considered for use after the previously mentioned stations are evaluated.
Potential PWSs to be evaluated included stations located in Dutch Kills, Queens; Long Island
City, Queens; Middle Village, Queens; and Williamsburg, Brooklyn.

Data Gap Assessment Relative to CSM. Data gaps exist for ambient air monitoring

information outside of the Greenpoint area.

Summary of Work to be Performed to Close Data Gaps. The data gaps will be addressed by
obtaining and evaluating existing air data and by performing additional ambient air

monitoring.

The following activities are included for air monitoring:

o Existing Data Review — Review of available background regional air quality data
including NYSDEC data for use with the RI data

e Air Monitoring — Collection of simultaneous air measurements for VOCs and PCBs at
selected locations on opposite sides of the Study Area as well as measurements at a
height of about 2.5 feet above the water surface when the wind direction is generally

perpendicular to Newtown Creek

Figure 6-1 shows the proposed air sampling locations. Table 6-1 provides the sampling

location names, rationale for each sampling location, and planned analyses for each location.

6.2 Procedures

An overview of air data review and air monitoring procedures are described in the following
sections. After the local meteorological data and NYDEC data review is conducted and prior

to sample collection, air monitoring procedures, including field SOPs, will be refined and
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discussed with USEPA. All applicable SOPs will be submitted to USEPA for review and

approval.

All of the tasks described in this section will be documented and stored in the project files as
described in the DMP (Anchor QEA 2011c). During air monitoring activities, field
conditions will also be documented. Field notes will be maintained in a log book, on the
Daily Activity Log (see SOP NC-01 — Field Records for sample form), and on data collection
forms (see SOPs NC-20 — Air Monitoring for Polychlorinated Biphenyls, and NC-21 — Air

Monitoring for Volatile Organic Compounds, for sample forms).

6.2.1 Existing Data Review

Available background regional air quality data will be researched and considered for use
with evaluating the RI data. NYSDEC maintains the New York State Volatile Organic
Compound Ambient Monitoring Network, which monitors VOCs across the state
(http://www.dec.ny.gov/chemical/8538.html). Several NYSDEC VOC monitoring stations in
Queens and Kings County have been identified and data from these stations will be collected
and reviewed. The stations are identified as PS 274 Kosciusko School (800 Bushwick Ave.,
Brooklyn, NY 11221), College Pt. Post Office (120-07 15th Ave., Queens, NY 11356), and PS
219 Queens College (14439 Gravett Rd., Queens, NY 11367). Data from additional NYSDEC
air monitoring stations of interest in the Queens, Brooklyn, and Manhattan areas may be

identified after further review.

A search of local meteorological stations will also be conducted to provide additional data on
wind direction and velocity near the Study Area. Initially, weather data will be examined
from three federally maintained stations in the area. These stations are ASOS stations that
are maintained by the Federal Aviation Administration and the National Weather Service.
They are located at La Guardia Airport (Ditmars Blvd. and 94th St , Flushing, NY, 11369),
JFK Airport (JFK Expy. & S Cargo Rd., Jamaica, NY 11430), and Central Park (W 59th St. and
Central Park West). The data will be downloaded from Weather Underground
(wunderground.com) initially, and if needed directly from the NOAA NCDC database.
Other PWSs included in the Weather Underground network exist in closer proximity to

Newtown Creek, and they will be considered for use after the previously mentioned stations
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are evaluated. Potential PWSs to be evaluated included stations located in Dutch Kills,

Queens; Long Island City, Queens; Middle Village, Queens; and Williamsburg, Brooklyn.

If not publically available, FOIA and/or FOIL requests will be made to obtain air monitoring

and meteorological data. All data collected will be scanned and added to the project files.

6.2.2 Ambient Air Monitoring

To meet the air monitoring objectives, simultaneous air measurements will be made over a
24-hour period at selected locations on opposite sides of the Study Area as well as
measurements at a height of about 2.5 feet above the water surface (see Figure 6-1). The
land-side monitors are located on either bank and paired for an upwind-downwind analysis.
On-water sample collection instruments will either be deployed on small rafts and anchored
to the bottom or deployed via booms that will be extended from the shoreline over the Study
Area. The sample locations in Figure 6-1 are conceptual and may be adjusted in
consideration of field conditions, the ability to obtain access, and if research completed by

the time of sampling indicates the presence of a potential significant air source.

Sampling will be performed for VOCs using SUMMA canisters and for PCBs using
Polyurethane Foam (PUF) samplers. The ambient air samples for VOC analysis will be
collected in pre-cleaned SUMMA canisters in accordance with the procedures detailed in
USEPA Method TO-15, Determination of Volatile Organic Compounds in Air Collected in
Specially-Prepared Canisters and Analyzed by Gas Chromatography/Mass Spectrometry
(USEPA 1999a). Ambient air samples for PCB analysis will be collected in accordance with
the procedures detailed in USEPA Compendium of Methods for the Determination of Toxic
Organic Compounds in Ambient Air Second Edition Compendium Method TO-10A
Determination of Pesticides and Polychlorinated Biphenyls in Ambient Air Using Low
Volume Polyurethane Foam (PUF) Sampling Followed by Gas Chromatographic/Multi-
Detector Detection (GC/MD; USEPA 1999b).

The monitoring program will also include continuous meteorological measurements at two
stations adjacent to Newtown Creek located at a distance from each other to capture spatial

variability. Wind patterns will be evaluated based on existing local weather stations around
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the study area to determine the specific location and height of the two meteorological

stations. Additional stations may be identified pending local wind pattern evaluation.

There will be three sets of activities conducted as part of the ambient air monitoring:

Pre-sampling activities including site access verification and field reconnaissance of
air sampling stations, establishment of two meteorological stations, testing of
equipment, and notification of authorities

Sampling activities including air sampling equipment mobilization, set up, and
completion of air sampling

Sample processing

6.2.2.1 Pre-Sampling Activities

Pre-sampling site access verification and field reconnaissance of the selected sampling

stations will be conducted. These activities are summarized below:

Review of HASP (Anchor QEA 2011a) for potential hazards, appropriate PPE, and
safety meetings to be conducted prior to and during the air sampling

Verify that there is access to the proposed sampling stations

Verify wind direction and speed using weather forecasts, existing weather stations,
and the two meteorological towers. Propose new locations if wind direction for
proposed locations does not support an upwind-downwind evaluation

Ensure that there is sufficient open area to conduct sampling activities

Train field team staff well in advance of the sampling event with relevant
methodology, procedures, and troubleshooting of air sampling equipment

Test air monitoring equipment and order replacement pieces as needed

Evaluate level of security at stations for sampling equipment

Develop knowledge concerning building use and operations around the sampling
stations

Record locations via GPS

Determine distance and time required to get between stations

Ensure ability to perform air sampling at all locations contemporaneously, (i.e., start
time of sampling period at each station is within a two-hour timeframe) or
instantaneously, if timers on sampling equipment prove feasible

Check weather conditions to ensure that the sampling period will be dry
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e Obtaining final sample table from the Project Chemist that will be compiled for each
sampling mobilization and organized by station. USEPA will be notified 2 weeks

(minimum) in advance of sampling and provided a copy of the final sample table.

Sample stations may be relocated to meet space and security requirements or based on wind
direction. Based on the travel time between stations, and ensuring contemporaneous
sampling periods for all devices, the number of field team staff to conduct the monitoring
and specific routes for mobilization and activation of equipment will be determined. In
addition, a further assessment of the on-water sampling procedures (i.e., placement on rafts
or suspension from booms from the shoreline) will be conducted as part of the field
reconnaissance. The selected on-water sampling procedures and sample stations and routes

will be discussed with USEPA prior to the sampling event.

The air monitoring task includes the establishment of two meteorological stations using the
guidelines presented in Meteorological Monitoring Guidance for Regulatory Modeling
Applications (USEPA 2000). These meteorological stations will consist of a Climatronics
F460 wind sensor or similar equipment, a temperature sensor, and a barometric pressure
sensor. If appropriate locations cannot be identified for the establishment of the
meteorological stations, a local station with publicly available data will be used. The
meteorological stations will collect continuous measurements of wind speed and direction,
temperature, and barometric pressure. Data will be collected via an electronic data logger or

similar equipment and downloaded to the electronic project files.

The air monitoring task also includes monitoring boat traffic in the Study Area during the
24-hour monitoring period. This monitoring will either be conducted by visual observation
or using electronic monitoring. The monitoring method will be identified as part of the pre-
sampling activities and will consider factors such as whether on-water sampling will require
field team staff that could monitor boat traffic and availability of a secure monitoring
location for electronic equipment. The procedures for monitoring boat traffic will be

discussed with USEPA prior to the sampling event.

Because sampling equipment will be left unattended during the sampling period and the

general public may not be familiar with its appearance, the appropriate authorities (local
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agencies, land owners, fire, police, and homeland security) will be notified and supplied with
a diagram of the sampling equipment set up at least 1 week prior to the sampling. Sample
station security is currently under evaluation and will be refined based upon field

reconnaissance.

Prior to mobilization, a sample table will be prepared by the Project Chemist. This table will
be organized by station and will include station number, sample identification (ID), analyses
to be conducted, QA/QC samples required, holding times, preservation, and laboratory

information.

6.2.2.2 Sampling Activities

Equipment will arrive at the field facility pre-assembled and pre-tested. Six sets of extra
equipment will be delivered to the field facility for substitution in the event of equipment
failure. The ambient air monitoring program will be conducted by two to three field teams
(each consisting of two to three field staff) on each side of the Study Area (i.e., in Queens and
in Brooklyn). Anchor QEA is obtaining additional meteorological data for the area from
ASOS stations maintained at LaGuardia airport, JFK airport, and Central Park in addition to
PWSs closer to Newtown Creek. Once this information is compiled, and in advance of any
field activities, Anchor QEA will provide USEPA with a more detailed approach for both
measurements of wind speed and direction, as well as sample collection locations (both for

land and water).

Based on the information obtained during the pre-sampling activities, specific routes will be
established for each of the field team staff. If on-water samples are collected via rafts, one
additional field team will be stationed on the water. If on-water samples are collected from
the land, the land-side teams will have these stations on their routes and will be responsible
for activating and monitoring the collection devices at those stations. These field team staff
will meet project health and safety requirements as specified in the HASP (Anchor QEA
2011a). The following activities and sampling procedures will be implemented for air sample

collection:

e Air sampling equipment will be mobilized to the designated sampling locations

recorded via GPS and set up, but not activated. Field team staff will take a
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photograph of the sampling set up prior to activation. Refer to sample table from the
Project Chemist for stations where QA/QC samples must be collected.

e Wind speed and direction will be verified. Portable wind speed and direction devices
may be used at each station to collect a single data point during sampling initiation;
however, the prevailing wind will be measured at the meteorological stations.

o Following set up, field team staff will go to the first station on their designated route
and activate the air sampling equipment. The time of activation will be noted on the
VOC and PCB air sampling forms that will be provided in NC-20 — Air Monitoring
for Polychlorinated Biphenyls, and NC-21 — Air Monitoring for Volatile Organic
Compounds. The field team staff will then go to each of the other locations in
sequential order and activate the equipment at each location, noting the time of
activation, functionality of equipment, and environmental conditions (e.g., smoke,

fog, odors). The following outlines the procedures for activation of the equipment:
- For the PUF samplers, field team staff will complete the following steps:

0 Position the sampling assembly with the intake downward or in horizontal
position 1 to 2 m above ground level.

0 Carefully remove the clean sample cartridge from the aluminum foil wrapping

(the foil is returned to jars for later use) and attach to the pump with flexible

tubing.

Record cartridge height above ground on the PCB Air Sampling Form.

Turn on the pump power switch to begin sampling.

Verify the flow rate via the pump rotometer or other device.

O O O O

Field team staff will activate the elapsed time meter and record the start time

on PCB Air Sampling Form.
- For SUMMA canisters, field team staff will complete the following steps:

Confirm that valve is closed (knob should already be tightened clockwise).
Remove the brass cap and attach gauge.
Attach brass cap to side of gauge tee fitting.

Open and close valve quickly (a few seconds).

O O O O O

Read vacuum on the gauge; if the vacuum is less than 30+1 inches Hg, replace
the canister.

0 Record gauge reading at the entry for “Start” in the “Pressure Readings and
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Times” column of VOC Air Sampling Form and “Start” on the COC form.
Verify that canister valve is closed then remove gauge and replace brass cap.

0 Attach the flow controller assembly to the canister.
Open valve allowing the sample to start flowing into the canister. Monitor the
progress of the sampling every three hours during the 24-hour period. The
volume of air sampled has a linear relationship to the canister vacuum. Thus
halfway through the sampling interval, half of the sample will have collected
(2.5 liters) and the vacuum gauge should read approximately 17 inches Hg
(halfway between 29 inches Hg and 5 inches Hg). The flow controller is
calibrated to leave approximately 5 inches Hg residual vacuum in the canister
and because of normal fluctuations during sampling the final vacuum will be
between 2 and 10 inches Hg. A residual vacuum less than 1 inch Hg indicates
that the canister may have come to ambient conditions before the completion
of the sampling interval. This will not mean that the sample should be voided;

contact the Field Team Leader in this event.

o TField team staff will continue rounds of the air sampling stations so that each station
is checked approximately every 3 hours. Field notes will be taken on the VOC and
PCB air sampling forms to document functionality of the equipment, pressure in the
SUMMA canister, environmental conditions, and damage. Field team staff will take a
photograph of the sampling set up.

o At the end of the 24-hour period, equipment will be deactivated in the same order in
which it was activated the previous day. Field team staff will take a photograph of

the sampling set up before deactivation.
- For PUF samplers, field team staff will complete the following steps:

0 Turn off the pump, remove the PUF cartridge from the sampler, wrap the
cartridge with the original aluminum foil, and placed the cartridge in a sealed,
labeled container.

0 Place the sample containers in an insulated cooler containing wet ice to keep
samples cold until they can be transported to the field facility sample
processing area for packing and shipping to the analytical laboratory as

described in NC-14 — Sample Packaging and Shipping.

- For SUMMA canisters, field team staff will complete the following steps:
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Close valve by hand tightening knob clockwise.
Verify and record final vacuum of canister (repeat steps used to verify initial
vacuum) on the VOC and PCB air sampling forms and COCs.
Replace brass cap.
Return canister to box and place accessories (e.g., gauges, filters) in packaging
provided.

0 Complete COC.

o TField team staff will tape the box shut and affix a custody seal across the flap and
transport samples back to the field facility sample processing area for packing and
shipping to the analytical laboratory.

o All field activities will be documented including air sampling collection activities,
custody transfer of the samples, and the PCB and VOC air sampling forms will be
filled out in their entirety. Field documentation procedures are detailed in Section 14
and in SOP NC-01 - Field Records.

6.2.2.3 Sample Processing
Samples will initially be packed in the field as described in Section 6.2.2.2. Once they are

packed, the field team staff will conduct the following activities:

e Transfer samples to the field facility under COC per Section 14.2.2 and in accordance
with SOP NC-13 — Sample Custody. Once samples are transferred to the field facility,
they will be packed and shipped to the analytical laboratory as described in NC-14 —
Sample Packaging and Shipping.

e Work with Field Team Leader to ensure field records/forms and photographs are

downloaded to the field facility computer at the end of the sampling period.

The Field Team Leader will review the records and forward the records to the Data

Management Task Manager.

6.2.2.4 Sample Station and Frequency

One 24-hour period of air monitoring will be conducted. Air monitoring will be conducted

at six on-water stations, nine paired upwind-downwind bank stations, and five stations at a
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distance from the Study Area to evaluate background conditions. Sample stations are shown

in Figure 6-1. The Phase 1 RI Field Program includes one round of air monitoring.

6.2.2.5 Sample Designation

Samples will be uniquely identified at the time of collection as described in Section 14.2.1.

The nomenclature that will be {station identification}{matrix code}--{date} where:

e Station identification = 5-character identifier for the station identified in Figure 6-1.
The identifier will begin with a 2-character identifier to indicate whether the station
is located in Newtown Creek or a tributary and will be followed by a 3-digit number
that indicates the position. Field duplicates will be identified by adding 1000 to the

3-digit position number. The character codes are as follows:

- NC = Newtown Creek
- DK = Dutch Kills

- WC = Whale Creek

- MC = Maspeth Creek
- EB = East Branch

- EK = English Kills

e Field blanks will not require a station identifier.
e Matrix code = 2-character code to indicate the sample matrix. Matrix codes are as

follows:
- AR =Air
~ FB = Field Blank

e Date = 8-character code to indicate the date the sample was collected in the format
YYYYMMDD.

For example:

e An air sample collected at the 26th station of the main Newtown Creek area collected
on September 8, 2011 would have the id: NC026AR-20110908
e The duplicate of this sample would have the id: NC1026AR-20110908
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6.2.2.6 Sample Handling and Analysis

Ambient samples will be analyzed for VOCs by USEPA Method TO-15 and PCBs by USEPA
Method TO-10A. Worksheet #15 (Reference Limits and Evaluation Table) in the QAPP
(Anchor QEA 2011b) lists the individual analytes, and Table 6-2 in this FSAP provides the
analyses, containers, and laboratory information. Samples will be packaged and shipped to
the laboratory in accordance with NC-14 — Sample Packaging and Shipping, see Section

14.2.3. Further information on the analytical program and specific analytes are provided in
the QAPP.

6.2.3 Air Monitoring During Sampling and Processing Activities

Real time air monitoring is not anticipated for this activity.

6.2.4 Equipment Decontamination

Air monitoring equipment positioned for the on-water samples may come in contact with
Study Area media. Decontamination of the equipment will be performed in accordance with

the procedures described in SOP NC-02 — Equipment Decontamination.

6.2.5 Investigation-Derived Waste

IDW will not be generated during the performance of the survey and assessment. However,
PPE will be generated as IDW and will be temporarily stored at the field facility and
disposed of following the procedures described in Section 15 of this FSAP and SOP NC-15 —
Investigation-Derived Waste (IDW) Handling and Disposal.

6.2.6 Standard Operating Procedures

The following SOPs may be relevant to this activity:

e NC-01 - Field Records

e NC-04 — Navigation/Boat Positioning

e NC-13 - Sample Custody

e NC-14 - Sample Packaging and Shipping

e NC-15 - Investigation-Derived Waste (IDW) Handling and Disposal

e NC-20 - Air Monitoring for Polychlorinated Biphenyls (will be submitted to USEPA
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prior to sampling)
e NC-21 - Air Monitoring for Volatile Organic Compounds (will be submitted to
USEPA prior to sampling)

6.2.7 Materials and Equipment

The materials and equipment that may be required to complete these procedures is provided
in Table 6-3.

6.3 Data Processing, Evaluation, and Management

The data collected to support the air monitoring event will be stored in the project files.
Analytical data will be validated in accordance with QAPP (Anchor QEA 2011b)
Worksheets #12 (Measurement Performance Criteria), #35 (Sampling and Analysis
Validation [Steps Ila and IIb] Process Table), #36 (Sampling and Analysis Validation [Steps
ITa and IIb] Summary Table), and #37 (Data Usability Assessment). Analytical data will be
maintained in the project database and accessible only by designated project personnel as
described in the DMP (Anchor QEA 2011c).

Air monitoring data collected during the Phase 1 RI Field Program will be used in
conjunction with available regional data to evaluate baseline conditions of air quality in the
Study Area and potential contributions from the Study Area. Specific details on the data

evaluation process will be discussed with USEPA prior to sampling.

6.4 Reporting

Following data validation and review, air monitoring data collected during the Phase 1 RI
Field Program will be included in the Phase 1 RI Data Summary Report, RI Report, and

other deliverables, as appropriate.

6.5 Schedule

Anchor QEA anticipates further evaluation and review of available background regional air
quality and meteorological data and will discuss and finalize the air monitoring program

with USEPA in advance of sample collection. The ambient air monitoring is intended to be
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conducted during a period when wind direction is generally perpendicular to the Study Area,
as described above. A representative day will be selected in collaboration with USEPA based

upon a more detailed site-specific evaluation of weather conditions and prevailing winds.

The air monitoring described in this section will be conducted over a 24-hour period. It is
anticipated that at minimum 3 months will be required for mobilization, to identify sample
locations, and to obtain site access. Site access considerations may expand the time of this

mobilization period. The schedule will also be dependent on weather and field conditions.

Field Sampling and Analysis Plan October 2011
Newtown Creek RI/FS 86 110782-01.01



Table 6-1

Air Monitoring Stations, Rationale, and Analyses

Target Coordinates NAD 83"

(feet)
Station ID Easting Northing Location in Study Area’ Rationale Analyses
Block2525 Lotl | 998692.5803 | 205559.8659 South of Newtown Creek and - Upwind of the Study Area based on prevailing wind | PCBs and VOCs
Whale Creek direction
- Provide Study Area background conditions
- Within manufacturing-zoned area
Block69Lot14 | 999490.9273 209406 North of Newtown Creek and - Downwind of the Study Area based on prevailing PCBs and VOCs

West of Dutch Kills

wind direction
- provide Study Area background conditions
- Within manufacturing-zoned area

Block2660 Lot50

1000984.856

203865.0062

South of Newtown Creek, West of
English Kills

- Upwind of the Study Area based on prevailing wind
direction
- Provide Study Area background conditions

PCBs and VOCs

Block303 Lot25

1002001.045

207413.6509

North of Newtown Creek, East of
Dutch Kills

- Downwind of the Study Area based on prevailing
wind direction
- Provide Study Area background conditions

PCBs and VOCs

Block2979 Lot24

1005793.408

198500.4879

South of East Branch and East of
English Kills

- Upwind of the Study Area based on prevailing wind
direction
- Provide Study Area background conditions

PCBs and VOCs

DK012

1000869.741

209293.5418

Dutch Kills, Upper Reach

- Spatially along Study Area
- At headwater of tributary near area where sediment
loading is occurring
- Upwind of Study Area, paired with downwind sample
to evaluate potential contribution from Study Area

PCBs and VOCs

DK013

1000817.246

209587.949

Dutch Kills, Upper Reach

- Spatially along Study Area
- At headwater of tributary near area where sediment
loading is occurring
- Downwind of Study Area, paired with upwind sample
to evaluate potential contribution from Study Area

PCBs and VOCs
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Table 6-1
Air Monitoring Stations, Rationale, and Analyses
Target Coordinates NAD 83"
(feet)
Station ID Easting Northing Location in Study Area’ Rationale Analyses
EBO12 1005453.069 | 200175.0733 East Branch, Middle Reach - Spatially along Study Area PCBs and VOCs
- Near headwater of tributary where sediment loading
is occurring
- Downwind of Study Area, paired with upwind sample
to evaluate potential contribution from Study Area

EBO13 1005371.007 | 199911.4577 East Branch, Middle Reach - Spatially along Study Area PCBs and VOCs
- Near headwater of tributary where sediment loading
is occurring
- Upwind of Study Area, paired with downwind sample
to evaluate contribution from Study Area
EK024 1003920.202 | 200774.9148 English Kills, Lower Reach - Spatially along Study Area PCBs and VOCs
- Evaluate potential source/presence of PCBs
- Downwind of Study Area, paired with upwind sample
to evaluate potential contribution from Study Area
EK025 1004047.493 | 200383.9638 English Kills, Lower Reach - Spatially along Study Area PCBs and VOCs
- Evaluate potential source/presence of PCBs
- Upwind of Study Area, paired with downwind sample
to evaluate potential contribution from Study Area
EKO026 1003178.821 | 198194.4737 English Kills, Upper Reach - Spatially along Study Area PCBs and VOCs
- Near headwater of tributary where sediment loading
is occurring
- Evaluate potential source/presence of PCBs
- Upwind of Study Area, paired with downwind and
within Study Area sample to evaluate potential
contribution from Study Area
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